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1. Introduction

SA WG1 agreed in their last meeting the presence service attributes that describe the 3GPP subscriber type of presentity. However, they did not define the values for the attributes but indicated in the CR that it is to be done in stage 2/3. The definition of the attributes and their values is necessary to achieve basic interoperability between devices from different vendors as well as between customers of different service providers. This paper presents a proposal for the values of the 3GPP subscriber attributes.

2. Presence Attributes

Presence attributes describe the presentity. As the type of the presentity can vary significantly the definition of generic attributes is practically impossible. In 3GPP, the only attributes that are defined describe the 3GPP subscriber type of presentity. Other attributes can be defined by the service providers and manufacturers as part of the other presence markup as specified in IETF (e.g. RFC 2778, RFC 2779). The values (and process of generating them) and value ranges for all attributes shall be kept relatively simple. It is necessary for the 3GPP subscriber to understand how the values are set/modified as it may have direct impact to whom the access to presence data is given (as defined by the admission rules).

2.1
3GPP Subscriber Presence Attributes and Values

3GPP subscriber is described with attributes: subscriber's status, network status, one or more communication address(es) (containing communication means and contact address), subscriber provided location, network provided location, priority, text. All these attributes shall be able to contain value NULL to enable polite blocking. In addition to that, subscriber's status and network status shall have values as described in table 1. For other attributes the values or value ranges are not defined but the format shall be defined in stage 3.

Table 1: Presence service attributes for 3GPP subscriber

Attribute
Values

Subscriber's status
NULL

Available1

Discreet2
Not available3

Network status
NULL

IMS registered

Not IMS registered

Communication means
NULL4

Contact address
NULL4

Subscriber provided location
NULL4

Network provided location
NULL4

Priority
NULL4

Text
NULL4

1Semantics: subscriber available for communication.
2Semantics: subscriber available for limited communication.
3Semantics: subscriber not available for immediate communication.
4This values has to be possible among the others. The value nor value range can not be defined but the format shall be defined in stage 3.

3. Proposal

It is proposed that text is chapter 2 and 2.1 is included to the Presence service TR and later moved to the specification that should contain the presented information.
























































































