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*********First change*************

4.6 
Roles of Session Control Functions

The CSCF may take on various roles as used in the IP multimedia subsystem. The following sections describe these various roles.

4.6.1 
Proxy-CSCF

The Proxy-CSCF (P-CSCF) is the first contact point within the IM CN subsystem. Its address is discovered by UEs following PDP context activation, using the mechanism described in section “Procedures related to Local CSCF Discovery ”. The P-CSCF behaves like a Proxy (as defined in RFC2543 or subsequent versions), i.e. it accepts requests and services them internally or forwards them on, possibly after translation. The P-CSCF may also behave as a User Agent (as defined in the RFC2543 or subsequent versions), i.e. in abnormal conditions it may terminate and independently generate SIP transactions. 

The Policy Control Function (PCF) is a logical entity of the P-CSCF. If the PCF is implemented in a separate physical node, the interface between the PCF and the P-CSCF is not standardised. 

The functions performed by the P-CSCF are:

-
Forward the SIP register request received from the UE to an I-CSCF determined using the home domain name, as provided by the UE.

-
Forward SIP messages received from the UE to the SIP server (e.g. S-CSCF) whose name the P-CSCF has received as a result of the registration procedure.

-
As part of processing of the request and before forwarding, the P-CSCF may modify the Request URI of outgoing requests according to a set of provisioned rules defined by the network operator (e.g. Number analysis and potential modification such as translation from local to international format.)

-
Forward the SIP request or response to the UE.


-
Generation of CDRs.

-
Maintain a Security Association between itself and each UE, as defined in TS 33.203 [19]. 

-
Should perform SIP message compression/decompression.

Editor’s Note: The following functions require further study:

-
Authorisation of bearer resources and QoS management. Details of the P-CSCF role in QoS management and authorisation of bearer resources for the session are being investigated by the QoS ad-hoc group.

************* Second Change*************

5.6
Origination procedures

This section presents the detailed application level flows to define the Procedures for session originations. 

The session origination procedures specify the signalling path between the UE initiating a session setup attempt and the Serving-CSCF that is assigned to perform the session origination service. This signalling path is determined at the time of UE registration, and remains fixed for the life of the registration.

A UE always has a proxy (P-CSCF) associated with it. This P-CSCF is located in the same network as the UE, performs resource authorisation.The P-CSCF is determined by the CSCF discovery process, described in Section 5.1.1 (Local CSCF Discovery).

As a result of the registration procedure, the P-CSCF determines the next hop toward the Serving-CSCF. This next hop is to the S-CSCF in the home network (possibly through an I-CSCF to hide the network configuration) (MO#1). These next-hop addresses could be IPv6 addresses, or could be names that are translated via DNS to an IPv6 address.

Sessions originated in the PSTN to a mobile destination are a special case of the Origination procedures. The MGCF uses H.248 [19] to control a Media Gateway, and communicates with the SS7 network via the TSGW. The MGCF initiates the SIP request, and subsequent nodes consider the signalling as if it came from a S-CSCF.

************ Third change **************

5.13 Emergency sessions

5.13.1 Requirements for Emergency Sessions
An R5 UE shall use the CS emergency services.
1.
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