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5.11.3.1
Codec negotiation during initial session establishment

Initial session establishment in the IM CN subsystem must determine a common codec (or set of common codecs for multi-media sessions) that will be used for the session. This is done through an end-to-end message exchange to determine the complete set of common codecs, then the decision is made by the session initiator as to the initial set of media flows.

The session initiator includes an SDP in the SIP INVITE message that lists every codec that the originator is willing to support for this session. When the message arrives at the destination endpoint, it responds with the subset that it is also willing to support for the session. Media authorisation is performed for this common subset. The session initiator, upon receiving the common subset, determines the codec (or set of codecs) to be used initially.

Once the session is established, the procedures of section 5.11.3.2 may be used by either endpoint to change to a different codec that was included in the initial common list, and for which no additional resources are required for media transport. The procedures of section 5.11.3.3 may be used by either endpoint to propose additional codecs, to receive additional authorisation for QoS resources, or to change to a different codec that requires resources beyond those allocated to the session.
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Figure 5.30: Codec negotiation during initial session establishment

The detailed procedure is as follows:

1. 
UE#1 inserts the codec(s) to a SDP payload. The inserted codec(s) shall reflect the UE#1's terminal capabilities and user preferences for the session.. It builds a SDP containing bandwidth requirements and characteristics of each, and assigns local port numbers for each possible media flow. Multiple media flows may be offered, and for each media flow (m= line in SDP), there may be multiple codec choices offered.

*** NEXT MODIFIED SECTION ***
5.11.3.3
Codec or media flow change requiring new resources and/or authorisation

After the multi-media session is established, it is possible for either endpoint to change the set of media flows or codec for a media flow. If the change requires additional resources beyond those previously reserved, then it is necessary to perform the resource reservation and bearer establishment procedures. If the reservation request fails for whatever reason, the original multi-media session remains in progress.
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Figure 5.32: Codec or media flow change - new reservation

The detailed procedure is as follows:

1. 
UE#1 inserts  the revised set of codecs to a SDP payload. The inserted codec(s) shall reflect the UE#1's terminal capabilities and user preferences for the session. It builds a SDP containing bandwidth requirements and characteristics of each, and assigns local port numbers for each possible media flow. Multiple media flows may be offered, and for each media flow (m= line in SDP), there may be multiple codec choices offered.
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