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Reason for change:
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Presence Service has been decided by SA#15 to be moved from Rel5 to Rel6. However requirements on Presence related capability functions are retained in OSA stage 1 specification TS 22.127. Also OSA stage 3 work on the support of presence related capability functions has already been almost completed by CN5. Therefore VHE/OSA stage 2 specification must be aligned with OSA stage 1 and 3 specifications.




Summary of change:
(

Mapping of Presence OSA APIs to reference points Peu and Pw of the Presence Server (subclause 7.9.1) has been removed. Detailed information on the presence information and presence management has been removed. References [11] and [12] to the Presence Service stage 1 and stage 2 specifications have also been removed.
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not approved:
Misalignment between OSA specifications in Rel5.
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–– First modified section ––

2.1
Normative references

[1]
3G TS 23.057: "Mobile Execution Environment (MExE); Functional description - Stage 2".

[2]
3G TS 23.078: "Customised Applications for Mobile network Enhanced Logic (CAMEL) (Phase3); Functional description - Stage 2".

[3]
3G TS 31.111: "USIM Application Toolkit (USAT)".

[4]
3G TS 22.101: "Service Aspects; Service Principles".

[5]
3G TS 22.121: "Service Aspects; The Virtual Home Environment".

[6]
3G TR 21.905: "Vocabulary for 3GPP Specifications".

[7]
3G TS 22.127: "Service Aspects; Stage 1 Service Requirement for the Open Service Access (OSA)".

[8]
3G TS 23.228: "IP Multimedia Subsystem (IMS) Stage 2".

[9]
3G TS 22.078: "Customised Applications for Mobile network Enhanced Logic (CAMEL); Service description, Stage 1".

[10]
3G TS 23.218: "IP Multimedia (IM) Session Handling; IP Multimedia (IM) call model".

[11]
void
[12]
void
[13]
3G TS 23.271: "Functional stage 2 description of LCS".

–– Second modified section ––

7.9
Presence

The Presence SCF addresses stage 1 requirements on presence related capability functions.

OSA shall allow an application access to presence capabilities within the network. Presence related information may be requested or supplied by an OSA application and may include, but not be limited to presence information pertaining to the presence service or user availability.
An OSA application shall be able:

-
to register as a watcher, to request a presentity's presence information and to be notified of changes in the presence information. 

-
to register as a presentity, to publish presence information, to retrieve watcher information and to manage related parameters (e.g. access rules).
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