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SA2 thanks CN4 for the liaison on handling of user profile data (S2-020082 / N4-020466). SA2 kindly informs that Cx-Put operation has been made flexible to allow keeping the S-CSCF in HSS when the user is deregistered. 

In addition, SA2 would like the possibility for HSS to revoke that decision at any time. 
Actions: 

CN4 is kindly asked to continue their work on optimisation of the Cx profile downloading. CN4 is kindly asked to consider including the possibility for the HSS to revoke the optimisation request by the S-CSCF. 

Date of Next SA2 Meetings:

SA2#25   24th – 28th June 2002  Finland
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Fort Lauderdale, US, 8th April – 12th April 2002
Title: 
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1. Description:

In the Fort Lauderdale CN4 #13 meeting, the Cx interface user profile downloading issue was discussed. As part of the discussion the optimisation of the Cx profile downloading was discussed based on the contribution N4-020364 “User profile downloading” (see attached). 

The contribution presents a possibility to store the user profile in the S-CSCF when the user is deregistered, i.e. in case the user initiated deregistration or the timeout deregistration. In this case the HSS keeps the S-CSCF name stored. When the user registers again or receives mobile terminated session invitation, the profile downloading can be omitted because the user profile is already available in the S-CSCF. This allows reducing the amount of the profile downloading needed in the Cx interface.

The conclusion of the discussion in CN4 meeting was that CN4 sees clear benefits on having the possibility presented in the N4-020364. Therefore, CN4 recommends that SA2 includes it in their TS 23.228 specification. 

In addition, CN4 informs that it was agreed in the meeting that S-CSCF may ask the registered part, unregistered part or the whole profile from the HSS.

2. Actions:

SA2 is kindly asked to consider including the above-described conclusion of the CN4 discussions on the user profile downloading in their specifications.

3. Date of Next CN4 Meetings:

CN4 #14
13 – 17 May 2002

Budapest, Hungary

CN4 #15
29 July – 2 August 2002

Helsinki, Finland
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 5.3.1
Mobile initiated de-registration



When the UE wants to de-register from the IMS then the UE shall perform application level de-registration. De-registration is accomplished by a registration with an expiration time of zero seconds. De-registration follows the same path as defined in subclause 5.2.2.3 “Registration Information Flow – User not registered”.
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Figure 5.3: De-registration - user currently registered



1.
The UE decides to initiate de-registration. To de-register, the UE sends a new REGISTER request with an expiration value of zero seconds. The UE sends the REGISTER information flow to the proxy (public user identity, private user identity, home network domain name, UE IP address). 



2.
Upon receipt of the register information flow, it shall examine the “home domain name” to discover the entry point to the home network (i.e. the I-CSCF). The proxy does not use the entry point cached from prior registrations. The proxy shall send the Register information flow to the I-CSCF (P-CSCF address/name, public user identity, private user identity, P-CSCF network identifier, UE IP address). A name-address resolution mechanism is utilised in order to determine the address of the home network from the home domain name. The P-CSCF network identifier is a string that identifies at the home network, the network where the P-CSCF is located (e.g., the P-CSCF network identifier may be the domain name of the P-CSCF network). 



3.
The I-CSCF shall send the Cx-Query information flow to the HSS (public user identity, private user identity, P-CSCF network identifier). 



4.
The HSS shall determine that the user is currently registered. The Cx-Query Resp (indication of entry point, e.g. S-CSCF) is sent from the HSS to the I-CSCF.



5.
The I-CSCF, using the name of the S-CSCF, shall determine the address of the S-CSCF through a name-address resolution mechanism and then shall send the de-register information flow (P-CSCF addres/name,  public user identity, private user identity, UE IP address, I-CSCF(THIG) in case network configuration hiding is desired) to the S-CSCF.



6. Based on the filter criteria, the S-CSCF shall send de-registration information to the service control platform and perform whatever service control procedures are appropriate. Service control platform removes all subscription information related to this specific subscriber.



7.
Based on operator choice the S-CSCF can send either Cx-Put (public user identity, private user identity, clear S-CSCF name) or Cx-Put (public user identity, private user identity, keep S-CSCF name), and the subscriber is no longer considered registered in the S-CSCF.  The HSS then either clears or keeps the S-CSCF name for that subscriber according to request. In both cases the state of the subscriber identity is stored as unregistered in the HSS. If the S-CSCF name is kept, then the HSS shall be able to clear the serving S-CSCF at any time.



8.
The HSS shall send Cx-Put Resp to the S-CSCF to acknowledge the sending of Cx-Put.



9.
The S-CSCF shall return the 200 OK information flow to the I-CSCF. The S-CSCF may release all registration information regarding this specific registration of the subscriber after sending information flow 200 OK.



10.
The I-CSCF shall send information flow 200 OK to the P-CSCF. 



11.
The P-CSCF shall send information flow 200 OK to the UE. The P-CSCF releases all registration information regarding this specific registration of the subscriber after sending information flow 200 OK.



*** NEXT MODIFIED SECTION ***


5.3.2.1
Network Initiated Application (SIP) De-registration, Registration Timeout



The following flow shows a network initiated IM CN subsystem terminal application (SIP) de-registration based on a registration timeout. A timer value is provided at initial registration and is refreshed by subsequent re-registrations. The flow assumes that the timer has expired. The locations (home or visited network) of the P-CSCF and S-CSCF are not indicated as the scenario remains the same for all cases.
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Figure 5.4: Network initiated application de-registration, registration timeout



1. The registration timers in the P-CSCF and in the S-CSCF expire. The timers are assumed to be close enough that no external synchronisation is required. The P-CSCF updates its internal databases to remove the subscriber from being registered. It is assumed that any GPRS PDP context cleanup will be handled by independent means.



2. Based on the filter criteria, the S-CSCF shall send de-registration information to the service control platform and perform whatever service control procedures are appropriate. Service control platform removes all subscription information related to this specific subscriber.


3. Based on operator choice the S-CSCF can send either Cx-Put (public user identity, private user identity, clear S-CSCF name) or Cx-Put (public user identity, private user identity, keep S-CSCF name), and the subscriber is no longer considered registered in the S-CSCF. The HSS then either clears or keeps S-CSCF name for that subscriber according to the request. In both cases the state of the subscriber identity is stored as unregistered in the HSS. If the S-CSCF name is kept, then the HSS shall be able to clear the serving S-CSCF at any time.


4. The HSS shall send Cx-Put Resp to the S-CSCF to acknowledge the sending of Cx-Put.



*** NEXT MODIFIED SECTION ***


5.12.1
Mobile Terminating call procedures to unregistered Public User Identity that has services related to unregistered state



In Figure 5.43 below the Public User Identity is unregistered for IMS and HSS responds back to I-CSCF with an indication that I-CSCF should select S-CSCF for this MT call to the unregistered Public User Identity of the subscriber or provides the I-CSCF with the previously allocated S-CSCF name. Before S-CSCF selection, I-CSCF shall query HSS for the information related to the required S-CSCF capabilities. I-CSCF selects a S-CSCF to perform service control and I-CSCF routes the call further to the selected destination. If the S-CSCF does not have the relevant information from the subscriber profile then the S-CSCF shall download the relevant information from HSS before it performs service control and any further actions in the call attempt. The service implemented by this information flow could be e.g. “Call Forward Unconditional.”



This is shown by the information flow in Figure 5.43:
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Figure 5.43: Mobile Terminating call procedures to unregistered IMS Public User Identity that has services related to unregistered state



1.
I-CSCF receives an INVITE message.



2.
I-CSCF queries the HSS for current location information.



3.
HSS either responds with an indication that the Public User Identity is unregistered for IMS and I-CSCF should select a S-CSCF for the unregistered Public User Identity of the subscriber or provides the I-CSCF with the previously allocated S-CSCF name.



4.
If the I-CSCF has not been provided with the location of the S-CSCF, the I-CSCF may send Cx-Select-Pull (unregistered, Public User Identity) to the HSS to request the information related to the required S-CSCF capabilities which shall be input into the S-CSCF selection function. This query is optional.



5.
The HSS shall send Cx-Select-Pull Resp (required S-CSCF capabilities) to the I-CSCF. 



6.
If the I-CSCF has not been provided with the location of the S-CSCF, the I-CSCF selects an S-CSCF for the unregistered Public User Identity of the subscriber.



7.
I-CSCF forwards the INVITE request to the S-CSCF.



8.
The S-CSCF sends Cx-Put (Public User Identity, S-CSCF name) to the HSS. When multiple and separately addressable HSSs have been deployed by the network operator, then the S-CSCF needs to query the SLF to resolve the HSS. The HSS stores the S-CSCF name for unregistered Public User Identities of that subscriber. This will result in all terminating traffic for unregistered Public User Identities of that subscriber being routed to this particular S-CSCF until the registration period expires or the subscriber attaches the Public User Identity to the network. Note: Optionally the S-CSCF can omit the Cx-Put request if it has the relevant information from the subscriber profile.


9.
The HSS shall send Cx-Put Resp to the I-CSCF to acknowledge the sending of Cx-Put.



10.
If the relevant information is not available, the S-CSCF shall send the Cx-Pull information flow (Public User Identity) towards the HSS in order to be able to download the relevant information of the service profile to the S-CSCF.


11.
The HSS shall return the information flow Cx-Pull Resp (user information) to the S-CSCF. The S-CSCF shall store it for that indicated Public User Identity.



12.
S-CSCF performs whatever service control is appropriate for this call attempt.



13.
S-CSCF performs whatever further actions are appropriate for this call attempt.



The S-CSCF may deregister the Public User Identity at any time (e.g. according to operator network engineering requirements) by issuing a Cx-Put2 (Public User Identity, clear S-CSCF name) clearing the S-CSCF name stored in the HSS. If S-CSCF name stored by the HSS does not match the name of the S-CSCF that originated the Cx-Put2 then the HSS will acknowledge the clearing request but take no further action.
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