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	23.060
	401
	A
	4.5.0
	TEI4

	219
	X
	10.1
	S2-022273
	Siemens
	Handling of preserved PDP contexts
	23.060
	402
	A
	5.2.0
	TEI5

	249
	X
	10.4
	S2-022274
	Siemens
	Comparison table content for option A)
	23.846
	
	
	
	MBMS

	249
	X
	10.4
	S2-022275
	Siemens
	An option to support QoS adaptation
	23.846
	
	
	
	MBMS

	249
	X
	10.4
	S2-022276
	Siemens
	Corrections/modifications for MBMS radio bearers
	23.846
	
	
	
	MBMS

	249
	X
	10.4
	S2-022277
	Siemens
	Update for Architecture Option A)
	23.846
	
	
	
	MBMS

	249
	X
	10.4
	S2-022278
	Siemens
	Discussion on bearer path and Iur issues
	23.846
	
	
	
	MBMS

	249
	X
	10.4
	S2-022279
	Siemens
	Discussion on shared or dedicated Iu connections
	23.846
	
	
	
	MBMS

	948
	X
	9.3
	S2-022280
	Lucent Technologies
	23228 changes for Access Independence
	23.228
	194
	D
	5.5.0
	IMS-CCR

	948
	X
	9.3
	S2-022281
	Lucent Technologies
	23002 changes for Access Independence
	23.002
	104
	D
	5.7.0
	IMS-CCR

	948
	X
	9.3
	S2-022282
	Lucent Technologies
	23221 changes for Access Independence
	23.221
	35
	D
	5.5.0
	IMS-CCR

	948
	X
	9.3
	S2-022283
	Lucent Technologies
	23207 changes for Access Independence
	23.207
	42
	D
	5.4.0
	IMS-CCR

	948
	X
	9.3
	S2-022284
	Lucent Technologies
	23060 changes for Access Independence
	23.060
	403
	D
	5.2.0
	IMS-CCR

	812
	X
	8.1
	S2-022285
	Lucent Technologies
	23228 updates for Unify Draft
	23.228
	195
	D
	5.5.0
	IMS-CCR

	229
	X
	10.2
	S2-022286
	Lucent Tech
	Introduction of Authorization to the GMLC-GMLC Lr (roaming) interface: Network Positioning Procedures
	23.271
	81r6
	B
	6.0.0
	LCS2-GMLC

	239
	X
	10.3
	S2-022287
	Thomson
	Keying material assignment for 3GPP/WLAN interworking
	
	
	
	
	

	239
	X
	10.3
	S2-022288
	Thomson
	Identity protection with SGSN usage for 3GPP/WLAN interworking
	
	
	
	
	

	239
	X
	10.3
	S2-022289
	Thomson
	Identity protection with HSS/HLR modification for 3GPP/WLAN interworking
	
	
	
	
	

	239
	X
	10.3
	S2-022290
	Thomson
	Identity protection for WLAN access using 3GPP AAA server certificate
	
	
	
	
	

	602
	X
	8
	S2-022291
	Ericsson
	Alignment with stage 3 - editorial improvements
	23.207
	43
	F
	5.4.0
	E2EQoS

	603
	X
	8
	S2-022292
	Ericsson
	Alignment with stage 3 - DS control over Go
	23.207
	44
	F
	5.4.0
	E2EQoS

	604
	X
	8
	S2-022293
	Ericsson
	Alignment with stage 3- RSVP
	23.207
	45
	F
	5.4.0
	E2EQoS

	239
	X
	10.3
	S2-022294
	Ericsson
	Motivation for home access control of WLAN-3GPP subscribers
	
	
	
	
	

	239
	X
	10.3
	S2-022295
	Ericsson
	WLAN Inter-working Reference Model
	
	
	
	
	

	211,2
	X
	6
	S2-022296
	Ericsson
	Enhanced Gb inputs for LS response
	
	
	
	
	

	-1
	
	
	S2-022297
	Ericsson
	withdrawn
	
	
	
	
	

	249
	X
	10.4
	S2-022298
	Lucent
	Support of MBMS users in PMM Idle
	
	
	
	
	

	249
	X
	10.4
	S2-022299
	Lucent
	TR23.846 Option G Updates
	
	
	
	
	

	249
	X
	10.4
	S2-022300
	Lucent
	MBMS Option G: Summary
	
	
	
	
	

	249
	X
	10.4
	S2-022301
	Samsung
	TMGI allocation in the case of Iu Flex
	
	
	
	
	

	249
	X
	10.4
	S2-022302
	Samsung
	Synchronisation of transmission over different cells
	
	
	
	
	

	249
	X
	10.4
	S2-022303
	Samsung
	MBMS information flows
	
	
	
	
	

	214
	X
	6
	S2-022304
	Motorola
	Change of rapporteurship for 3GPP TS 03.60 and 3GPP TS 23.060
	
	
	
	
	

	239
	X
	10.3
	S2-022305
	Intel CorporationMegisto Systems
	Architectural Considerations for mobility management in WLAN interworking.
	
	
	
	
	

	239
	X
	10.3
	S2-022306
	Intel Corporation
	Externally assigned addresses in the mobility management architecture (S2-022305) for WLAN interworking. 
	
	
	
	
	

	239
	X
	10.3
	S2-022307
	Intel Corporation
	Addressing scalability concerns in the mobility management architecture (S2-022305) for WLAN interworking.
	
	
	
	
	

	239
	X
	10.3
	S2-022308
	Intel Corporation
	Optimized Architecture for mobility management in WLAN interworking based on S2-022305
	
	
	
	
	

	239
	X
	10.3
	S2-022309
	Thomson
	Issues with subscriber information caching in the 3GPP AAA server
	
	
	
	
	

	249
	X
	10.4
	S2-022310
	Cisco Systems
	'IP Multicast Host' functionality for MBMS
	
	
	
	
	

	249
	X
	10.47
	S2-022311
	Cisco Systems
	Signalling and bearer functional separation for MBMS
	
	
	
	
	

	229
	X
	10.2
	S2-022312
	NEC, NTT DoCoMo
	Clarification of Interworking mechanism between network nodes in different releases
	23.271
	110
	F
	5.3.0
	LCS1

	229
	X
	10.2
	S2-022313
	NEC
	Proposed update of the chapter 9 of S2-021915 for introducing the inter GMLC interface.
	
	
	
	
	

	229
	X
	10.2
	S2-022314
	NEC
	Proposed update of the chapter 3, 5 and 6 of S2-021915 for introducing inter GMLC interface.
	
	
	
	
	

	229
	X
	10.2
	S2-022315
	NEC, NTT DoCoMo
	Introduction of the GMLC - GMLC Lr (roaming) interface: 

– Clause: 3, 5 and 6: Abbreviations, General LCS Architecture and LCS Architecture
	23.271
	111
	B
	6.0.0
	LCS2-GMLC

	229
	X
	10.2
	S2-022316
	NEC
	Proposed update of the chapter 10 of S2-021915 for introducing inter GMLC interface.
	
	
	
	
	

	229
	X
	10.2
	S2-022317
	NEC, NTT DoCoMo
	Introduction of the GMLC - GMLC Lr (roaming) interface: 

– Clause: 10.5: Interworking mechanism between network nodes in different releases
	23.271
	112
	B
	6.0.0
	LCS2-GMLC

	229
	X
	10.2
	S2-022318
	NEC, NTT DoCoMo
	Introduction of the GMLC - GMLC Lr (roaming) interface: 

– Clause: 9.1.2/9.1.6: CS-MT-LR/PS-MT-LR Procedures
	23.271
	113
	B
	6.0.0
	LCS2-GMLC

	229
	X
	10.2
	S2-022319
	DoCoMo
	Receiving the deferred MT-LR for the UE during waiting for the event of the same UE
	
	
	
	
	

	229
	X
	10.2
	S2-022320
	DoCoMo
	Receiving the deferred MT-LR for the UE during waiting for the event of the same UE
	23.271
	114
	F
	4.6.0
	LCS1

	229
	X
	10.2
	S2-022321
	DoCoMo
	Receiving the deferred MT-LR for the UE during waiting for the event of the same UE
	23.271
	115
	F
	5.3.0
	LCS1

	229
	
	10.2
	S2-022322
	DoCoMo
	Clarification of interaction between LCS and CB/ODB
	
	
	
	
	

	229
	
	10.2
	S2-022323
	DoCoMo
	Clarification of interaction between LCS and CB/ODB
	23.171
	27
	F
	3.8.0
	LCS1

	229
	
	10.2
	S2-022324
	DoCoMo
	Clarification of interaction between LCS and CB/ODB
	23.271
	116
	F
	4.6.0
	LCS1

	229
	
	10.2
	S2-022325
	DoCoMo
	Clarification of interaction between LCS and CB/ODB
	23.271
	117
	A
	5.3.0
	LCS1

	229
	
	10.2
	S2-022326
	DoCoMo
	Proposed LS reply on use of IP as transport for the Inter-GMLC Interface
	
	
	
	
	

	211,3
	X
	6
	S2-022327
	Vodafone
	GERAN:  A/Gb evolution and Iu mode to GSM BSCs
	
	
	
	
	

	831
	X
	8.1
	S2-022328
	Vodafone Ltd
	Proposed correction to Emergency call handling in IMS
	
	
	
	
	

	831,2
	X
	8.1
	S2-022329
	Vodafone Ltd
	Handling the VPLMN’s emergency numbers with GGSN in the HPLMN
	23.228
	196
	F
	5.5.0
	IMS

	948
	X
	11.1
	S2-022330
	Vodafone Ltd
	Draft WI description for Commonality and Interoperability between IMSs  
	WID
	
	
	
	

	218
	X
	6
	S2-022331
	Vodafone Ltd
	Discussion on R’97 GPRS Resume problem
	
	
	
	
	

	218
	X
	6
	S2-022332
	Vodafone Ltd
	No MT calls after resumption of GPRS when using NMO=1
	03.60
	215
	F
	R97
	TEI

	249
	X
	10.4
	S2-022333
	Vodafone Ltd
	MBMS in mixed 2G/3G networks
	
	
	
	
	

	929
	X
	9.2
	S2-022334
	Vodafone Ltd
	Proposed GUP Reference Architecture
	
	
	
	
	

	-1
	X
	8.1
	S2-022335
	Vodafone Ltd
	Provision of VPLMN emergency numbers to the MS
	24.008
	
	
	
	

	-1
	
	
	S2-022336
	Vodafone Ltd
	A second spare
	
	
	
	
	

	249
	X
	10.4
	S2-022337
	Bamboo MediaCasting
	TMGI Generation
	
	
	
	
	

	249
	X
	10.4
	S2-022338
	Bamboo MediaCasting
	Media Description for MBMS
	
	
	
	
	

	249
	X
	10.4
	S2-022339
	Bamboo MediaCasting
	Comparison Table Entries for MBMS Option C
	
	
	
	
	

	243
	X
	10.4
	S2-022340
	MBMS Rapporteuer
	MBMS TR 23.846 v1.1.1
	
	
	
	
	

	916
	X
	9.1
	S2-022341
	Ericsson
	Partial requests and notifications on Pw
	
	
	
	
	

	913
	X
	9.1
	S2-022342
	Ericsson
	IP version considerations for Presence
	
	
	
	
	

	918,2
	X
	9.1
	S2-022343
	Ericsson
	Clarification of the IMS specific architecture diagram
	
	
	
	
	

	218
	X
	8
	S2-022344
	Nokia
	Selection of CN node in the A/Gb mode in case of IMSI Paging
	23.236
	12
	F
	5
	Iu_flex

	813
	X
	8.1
	S2-022345
	Nokia
	Private ID cleanup
	23.228
	197
	F
	5
	IMS-CCR

	825
	X
	8.1
	S2-022346
	Nokia
	ISC cleanup
	23.228
	198
	F
	5
	IMS-CCR

	832
	X
	8.1
	S2-022347
	Nokia
	Emergency sessions
	23.228
	199
	F
	5
	IMS-CCR

	826
	X
	8.1
	S2-022348
	Nokia
	Clarification of service profile
	23.228
	200
	F
	5
	IMS-CCR

	916,5
	X
	9.1
	S2-022349
	Nokia
	Handling large data in presence notifications
	
	
	
	6
	Presence

	915
	X
	9.1
	S2-022350
	Nokia
	Presence publishing
	
	
	
	6
	Presence

	917
	X
	9.1
	S2-022351
	Nokia
	Details of publishing 3GPP subscriber attributes
	
	
	
	6
	Presence

	918,4
	X
	9.1
	S2-022352
	Nokia
	Watcher flows in IMS
	
	
	
	6
	Presence

	919
	X
	9.1
	S2-022353
	Nokia
	Buddy list subscription
	
	
	
	6
	Presence

	919
	X
	9.1
	S2-022354
	Nokia
	Watcher information support
	
	
	
	6
	Presence

	846,2
	X
	9.3
	S2-022355
	Nokia
	IMS Messaging
	
	
	
	6
	IMS enhancements

	848
	X
	9.3
	S2-022356
	Nokia
	Information on “3GPP Ipv6 transition” specification work in the IETF
	
	
	
	6
	

	229
	X
	10.2
	S2-022357
	Nokia
	Removing “HSS” and “Le is FFS” from Rel-4 specification
	23.271
	118
	F
	4
	LCS1

	229
	X
	10.2
	S2-022358
	Nokia
	Enhanced codeword support
	
	
	
	
	LCS2

	229
	X
	10.2
	S2-022359
	Nokia
	Anonymous requestor and anonymous target mobile
	
	
	
	
	LCS2

	229
	X
	10.2
	S2-022360
	Nokia
	Introducing the privacy profile register, PPR 
	23.271
	119
	B
	6
	LCS2-GMLC

	224
	X
	10.2
	S2-022361
	Nokia
	Align LCS architecture based on impacts from Radio Access Networks (RAN & GERAN)
	23.002
	099rev1
	F
	4
	LCS1

	928
	X
	8&10.2
	S2-022362
	Nokia
	Align LCS architecture based on impacts from Radio Access Networks (RAN & GERAN)
	23.002
	100rev1
	F
	5
	LCS1

	239
	X
	10.3
	S2-022363
	Nokia
	WLAN Interworking; End to end Signalling Sequences
	
	
	
	
	

	239
	X
	10.3
	S2-022364
	Nokia
	WLAN Interworking; Clarifications to TR Chapter 4
	
	
	
	
	

	239
	X
	10.3
	S2-022365
	Nokia
	Sections 5 and 6 of the S2 WLAN TR 23.934
	
	
	
	
	

	239
	X
	10.3
	S2-022366
	Nokia
	Charging Principles Section for WLAN TR 23.934
	
	
	
	
	

	239
	X
	10.3
	S2-022367
	Nokia
	WLAN Interworking; Charging Signaling Sequences
	
	
	
	
	

	239
	X
	10.3
	S2-022368
	Nokia
	WLAN Interworking; Temporary Identifier Format and Allocation
	
	
	
	
	

	239
	X
	10.3
	S2-022369
	Nokia
	Protocols of Wr Reference Point
	
	
	
	
	

	239
	X
	10.3
	S2-022370
	Nokia
	Procedure "Cancel Registration"  for Wx Reference Point
	
	
	
	
	

	239
	X
	10.3
	S2-022371
	Nokia
	WLAN Interworking; PLMN Selection
	
	
	
	
	

	249
	X
	10.4
	S2-022372
	Nokia
	Option B enhancements
	
	
	
	
	

	249
	X
	10.4
	S2-022373
	Nokia
	On connection type selection functionality
	
	
	
	
	

	507,2
	X
	5
	S2-022374
	Nokia
	Media components
	
	
	
	
	

	-1
	
	
	S2-022375
	Nokia
	Spare
	
	
	
	
	

	-1
	
	
	S2-022376
	Nokia
	Spare
	
	
	
	
	

	948
	X
	9.3
	S2-022377
	Siemens
	Issues on IMS Access Independence
	
	
	
	
	

	218
	
	6
	S2-022378
	Nokia
	QoS parameter mapping
	23.107
	122
	F
	R99
	

	218
	
	6
	S2-022379
	Nokia
	QoS parameter mapping
	23.107
	123
	F
	4
	

	218
	
	6
	S2-022380
	Nokia
	QoS parameter mapping
	23.107
	124
	F
	5
	

	918,6
	X
	9.1
	S2-022381
	O2
	Transport of presence information in IMS
	
	
	
	
	

	
	X
	8.1
	S2-022382
	O2
	Use of dedicated and general purpose pdp contexts
	23.228
	201
	F
	5.5.0
	IMS-CCR

	229
	X
	10.2
	S2-022383
	Ericsson
	Wrong numbering in chapter 5.4.3
	23.171
	28
	F
	3.8.0
	LCS

	249
	X
	10.4
	S2-022384
	Nortel Networks
	MBMS related media streams
	
	
	
	
	

	249
	X
	10.4
	S2-022385
	Nortel Networks
	Comparison of Multicast architectures
	
	
	
	
	

	249
	
	10.4
	S2-022386
	Nortel Networks
	TBD
	
	
	
	
	

	239
	X
	10.3
	S2-022387
	Telia
	Erroneous use of the term UE
	
	
	
	
	

	239
	X
	10.3
	S2-022388
	Telia
	Requirements updates
	
	
	
	
	

	-1
	
	6
	S2-022389
	Nortel
	Removal of Forward SRNS Context Acknowledge message
	23.060
	404
	F
	3
	TEI

	219
	X
	6
	S2-022390
	Nortel
	Removal of Forward SRNS Context Acknowledge message
	23.060
	405
	F
	4
	TEI4

	219
	X
	6
	S2-022391
	Nortel
	Removal of Forward SRNS Context Acknowledge message
	23.060
	406
	F
	5
	TEI5

	239
	X
	10.3
	S2-022392
	WLAN convenor
	Draft WLAN session agenda
	
	
	
	
	

	239
	X
	10.3
	S2-022393
	Transat technologies
	An alternative EAP proposal for SIM & USIM based authentication with

enhanced security for WLAN systems
	
	
	
	
	

	536
	X
	5
	S2-022394
	N3-020733
	LS on RTCP overhead in SDP bandwidth parameter
	LS in
	
	
	
	

	537
	X
	5
	S2-022395
	S1-021504
	LS reply on Packet Switched Streaming (PSS) in Rel-6 Work Programme
	LS in
	
	
	
	

	538
	X
	5
	S2-022396
	S1-021700
	LS reply on “Answer to “LS on PSS Release 6 work programme””
	LS in
	
	
	
	

	-1
	X
	5
	S2-022397
	S1-021841
	LS on IMS messaging (3GPP TR 22.940)
	
	
	
	
	

	502,2
	X
	5
	S2-022398
	Vodafone
	DRAFT LS to CN4 (Cc GSMA-BARG, GSMA-CPWP, T2) on MMS charges based upon the roamed to network
	
	
	
	
	

	505,2
	X
	12
	S2-022399
	AWS
	DRAFT LS to CN3 and CN1 on Proposed solutions for the identification of source IP address information over the Go interface
	LS draft
	
	
	
	

	511,2
	X
	12
	S2-022400
	NEC (Yukio)
	(Draft) LS to CN1, SA5 (Cc CN4, GERAN, RAN2, RAN3) reply on Subscriber or Equipment Trace Impacts
	LS draft
	
	
	
	

	512,2
	X
	12
	S2-022401
	Siemens
	Draft LS to CN1, CN4 on Response on persistent dialogs for unregistered users
	LS draft
	
	
	
	

	846
	X
	9.1
	S2-022402
	Dynamicsoft
	IMS messaging
	
	
	
	
	

	914
	X
	9.1
	S2-022403
	Dynamicsoft
	Publish method for Publishing Presence Information
	
	
	
	
	

	239
	X
	10.3
	S2-022404
	Motorola
	WLAN Interworking; reference and abbreviation
	
	
	
	
	

	211
	X
	5
	S2-022405
	Nokia
	Review of GERAN's FS on "A/Gb mode evolution"
	
	
	
	
	

	241
	X
	10.4
	S2-022406
	MBMS convenor
	Agenda
	
	
	
	
	

	242
	X
	10.4
	S2-022407
	MBMS convenor
	Minutes
	
	
	
	
	

	513,2
	X
	12
	S2-022408
	Siemens
	DRAFT LS to N1 on “S-CSCF filtering responses to forked requests”
	LS draft
	
	
	
	

	514,2
	X
	12
	S2-022409
	Dynamicsoft
	Draft LS to CN1, SA5 (Cc CN4) on “inclusion of CCF/ECF addresses on Sh interface”
	LS draft
	
	
	
	

	516,2
	X
	5
	S2-022410
	Dynamicsoft
	Draft LS to CN1, CN3 (Cc SA5) on “Multiple Codecs”
	
	
	
	
	

	519,2
	X
	12
	S2-022411
	Nokia
	Draft LS to CN4 (Cc RAN3) on  Support of IPv6 on Iu
	LS draft
	
	
	
	

	826,4
	X
	12
	S2-022412
	Orange
	Draft answer to S2-022237.
	LS draft
	
	
	
	

	841,3
	X
	12
	S2-022413
	Nokia
	Draft LS to R2 and R3 on Requirement to support IMS signalling in UTRAN
	LS draft
	
	
	
	

	212
	X
	10.1
	S2-022414
	GPRS drafting convenor
	Agenda
	
	
	
	
	

	216,1
	X
	10.1
	S2-022415
	Vodafone Ltd, Nokia
	No MT calls after resumption of GPRS when using NMO=1
	23.060
	407
	A
	R99
	TEI

	216,2
	X
	10.1
	S2-022416
	Vodafone Ltd, Nokia
	No MT calls after resumption of GPRS when using NMO=1
	23.060
	408
	A
	4
	TEI4

	216,3
	X
	10.1
	S2-022417
	Vodafone Ltd, Nokia
	No MT calls after resumption of GPRS when using NMO=1
	23.060
	409
	A
	5
	TEI5

	216,7
	X
	10.1
	S2-022418
	GPRS drafting
	Draft LS to CN1on R´97 GPRS problem : Loss of Mobile Terminating voice calls after suspension of GPRS services
	
	
	
	
	

	216
	X
	10.1
	S2-022419
	Vodafone Ltd, Nokia
	No MT calls after resumption of GPRS when using NMO=1
	03.60
	216
	A
	R98
	TEI

	219
	X
	10.1
	S2-022420
	GPRS drafting
	Not allocated
	
	
	
	
	

	219
	X
	10.1
	S2-022421
	Nortel
	Removal of Forward SRNS Context Acknowledge message
	23.060
	406r1
	A
	5
	TEI5

	219
	
	10.1
	S2-022422
	GPRS drafting
	Not allocated
	
	
	
	
	

	219
	
	10.1
	S2-022423
	GPRS drafting
	Not allocated
	
	
	
	
	

	215,6
	X
	12
	S2-022424
	GPRS drafting
	Draft LS to S1 on Correlation between Service Class and Traffic Class
	LS draft
	
	
	
	

	219
	X
	6
	S2-022425
	BT
	Update to TS 23.107
	
	
	
	
	

	211,5
	X
	12
	S2-022426
	Drafting group
	Draft LS to GERAN on enhancements of Gb
	LS draft
	
	
	
	

	911
	X
	9.3
	S2-022427
	Editor
	TS 23.141 v.0.1.0
	
	
	
	
	

	539
	X
	5
	S2-022428
	N3-020740
	LS on CS data services for GERAN Iu-mode
	LS in
	
	
	
	

	540
	X
	5
	S2-022429
	N3-020741
	RTP / RTCP split for release 5
	LS in
	
	
	
	

	541
	X
	5
	S2-022430
	T2-020646
	LS on MMS architecture elements
	LS in
	
	
	
	

	542
	X
	5
	S2-022431
	T2-020648
	LS on PSS Release 6
	LS in
	
	
	
	

	921
	X
	5
	S2-022432
	T2-020700
	Liaison Statement on GUP Work Item Description and DDF
	LS in
	
	
	
	

	922
	X
	5
	S2-022433
	T2-020704
	LS Response on GUP DDF Strategic Direction
	LS in
	
	
	
	

	923
	X
	5
	S2-022434
	T2-020707
	LS on GUP Information Model, Discussion paper
	LS in
	
	
	
	

	924
	X
	5
	S2-022435
	T2-020708
	LS on GUP, Situation Dependent Profiles, Discussion paper
	LS in
	
	
	
	

	543
	X
	5
	S2-022436
	T2-020754
	LS reply on VASP MMS Charging
	LS in
	
	
	
	

	544
	X
	5
	S2-022437
	T2-020755
	LS on Joint Meeting SA5/CN5/T2 on MMS charging
	LS in
	
	
	
	

	545
	X
	5
	S2-022438
	T2-020760
	LS on Requirement for standardizing a Transcoding interface
	LS in
	
	
	
	

	502,2
	X
	5
	S2-022439
	T2-020810
	LS on Roaming Awareness
	LS in
	
	
	
	

	533,2
	X
	12
	S2-022440
	Ericsson
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	X
	5
	S2-022606
	Vodafone
	draft Correction to Emergency call handling in IMS
	
	
	
	
	

	231
	X
	10.3
	S2-022607
	WLAN Convenor
	Minutes
	
	
	
	
	

	236
	X
	10.3
	S2-022608
	WLAN editor
	TS 23.xxx on WLAN
	TS
	
	
	
	

	914,2r
	X
	12
	S2-022609
	SA2
	LS to SA3 and SA5 on Security and Charging Issues with use of HTTP within IMS
	LS out
	
	
	
	

	910,5
	X
	9.3
	S2-022610
	Presence editor
	Cover page for TS 23.141 and 23.141 itself
	TS
	
	
	
	

	232r
	X
	12
	S2-022611
	SA2
	LS to SA3 (Cc SA1) on 3GPP System to WLAN Inter working architecture
	LS out
	
	
	
	

	234,2
	X
	10.3
	S2-022612
	SA2
	Proposed Updated WID for 3GPP-WLAN Interworking
	WID
	
	
	
	

	236,2
	
	10.3
	S2-022613
	WLAN editor
	Cover page for WLAN TS
	TS
	
	
	
	

	236,3
	
	10.3
	S2-022614
	WLAN editor
	New version of the TS on WLAN
	TS
	
	
	
	

	222,2
	X
	12
	S2-022615
	SA2
	LS to LIF (Cc CN4, CN) on the protocol development for the GMLC Lr-interface
	LS out
	
	
	
	

	224r
	X
	10.2
	S2-022616
	Nokia
	Align LCS architecture based on impacts from Radio Access Networks (RAN & GERAN)
	23.002
	099r2
	F
	4
	LCS1

	224,3
	X
	10.2
	S2-022617
	Nokia
	Align LCS architecture based on impacts from Radio Access Networks (RAN & GERAN)
	23.002
	100r2
	F
	5
	LCS1

	211,6
	X
	12
	S2-022618
	SA2
	LS to GERAN, SA (Cc SA1, SA3) on "Gb evolution"
	LS out
	
	
	
	

	502,2r
	X
	12
	S2-022619
	SA2
	LS to CN4 (Cc GSMA-BARG, GSMA-CPWP, T2) on MMS charges based upon the roamed to network
	LS out
	
	
	
	

	505,4
	X
	5
	S2-022620
	AWS
	Source IP address filtering for Service Based Local Policy
	23.207
	040r4
	F
	5.4.0
	E2EQoS

	505,2r
	X
	12
	S2-022621
	SA2
	LS to CN3 and CN1 on Proposed solutions for the identification of source IP address information over the Go interface
	LS out
	
	
	
	

	514,2
	X
	12
	S2-022622
	SA2
	Draft LS to CN1, SA5 (Cc CN4) on “inclusion of CCF/ECF addresses on Sh interface”
	LS out
	
	
	
	

	516,3
	
	5
	S2-022623
	Dynamicsoft
	Draft LS to CN1, CN3 (Cc SA5) on “Multiple Codecs”
	
	
	
	
	

	519,2r
	X
	12
	S2-022624
	SA2
	LS to CN4 (Cc RAN3) on  Support of IPv6 on Iu
	LS out
	
	
	
	

	539,2r
	X
	12
	S2-022625
	SA2
	LS to CN3, GERAN2, CN1 on CS data services for GERAN Iu-mode
	LS out
	
	
	
	

	846,3r
	X
	12
	S2-022626
	SA2
	LS to T2, S1, CN1 on IMS messaging
	LS out
	
	
	
	

	540,2r
	X
	12
	S2-022627
	SA2
	LS to CN3, RAN2 (Cc RAN3) on LS RTP / RTCP split for release 5 (N3-020741)
	LS out
	
	
	
	

	547,2r
	X
	12
	S2-022628
	SA2
	LS to S1 on "Network sharing"
	LS out
	
	
	
	

	549,1
	X
	5
	S2-022629
	S1-021831
	LS on New requirements about functionality to make subscription to different domains independent or linked based on operator decision
	LS in
	
	
	
	

	-1
	X
	
	S2-022630
	Magnus
	DRAFT LS Template v0.1.3 To be used for LSs to SA2
	
	
	
	
	

	549,2r
	X
	12
	S2-022631
	SA2
	LS to SA1 (Cc SA) on new requirements about functionality to make subscription to different domains independent or linked based on operator decision
	LS out
	
	
	
	

	217,2r
	X
	12
	S2-022632
	SA2
	LS to CN2 on the CAMEL_PS_Notification procedure
	LS out
	
	
	
	

	911,35
	X
	12
	S2-022633
	NEC, Vodafone
	(Draft) LS to CN1, SA5 (Cc CN4, GERAN, RAN2, RAN3) reply on Subscriber or Equipment Trace Impacts
	LS draft
	
	
	
	

	826,7r
	X
	12
	S2-022634
	SA2
	LS to CN, CN4, CN1 (Cc CN3) on Subscribed Media Parameter
	LS out
	
	
	
	

	530,2
	
	12
	S2-022635
	Nokia (Miika)
	Draft answer to S2-022258.
	LS draft
	
	
	
	

	585,4
	X
	12
	S2-022636
	Vodafone
	Draft LS to CN1, SA1 (Cc CN2) Correction to Emergency call handling in IMS
	LS draft
	
	
	
	

	585,4r
	X
	12
	S2-022637
	SA2
	LS to CN1, SA1 (Cc CN2) Correction to Emergency call handling in IMS
	LS out
	
	
	
	

	216,7r
	X
	12
	S2-022638
	SA2
	LS to CN1on R´97 GPRS problem : Loss of Mobile Terminating voice calls after suspension of GPRS services
	LS draft
	
	
	
	

	533,r
	X
	12
	S2-022639
	SA2
	LS to SA5, CN3 (Cc CN1, CN4) on Distribution of IMS Charging ID (ICID) from PCF/P-CSCF to GGSN
	LS out
	
	
	
	

	507,4r
	X
	12
	S2-022640
	SA2
	LS to CN, SA, CN1 (Cc CN3) on "Media grouping"
	LS out
	
	
	
	

	981,2
	X
	8
	S2-022641
	Ericsson
	Modification of IMS Signalling PDP context
	23.228
	176r2
	F
	5.5.0
	IMS-CCR

	812,3
	X
	8
	S2-022642
	Lucent Technologies
	Updates to unify draft changes
	23.228
	195r2
	F
	5.5.0
	IMS-CCR

	822,5
	X
	8
	S2-022643
	Dynamicsoft
	Support of Originated Requests from Application Servers
	23.228
	188r2
	F
	5
	IMS

	824,3
	
	8
	S2-022644
	NEC
	Clarification on Filter Criteria
	23.228
	202r1
	F
	5.5.0
	IMS-CCR


List of agenda items for S2#26:

5.
Incoming Liaison Statements

6.
Release 99 and earlier - other than 23.060 & 23.107 related issues (see 10.1)

7.
Release 4 - other than 23.060 & 23.107 related issues (see 10.1)

8.
Release 5

8.1.
IMS

9.
Release 6

9.1.
Presence

9.2.
GUP

9.3.
IMS

10.
Drafting sessions during the week

10.1.
GPRS, CRs on 23.060 & 23.107 (R99, Rel-4, Rel-5)

10.2.
LCS

10.3.
WLAN

10.4.
MBMS

11.
Project planning & management

11.1.
New Work Items

11.2.
Review of the 3GPP Work Plan

12.
Outgoing LSs

13.
Revised documents

14.
Any other business and postponed issues
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