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	One of the important requirements in terms of commercial scenario is missing, which is to permit service charging while “zero rating” the bearer charge. This is in order to avoid “double charging” for users. The requirement is perceived as an issue with respect to the commercial attractiveness of the service.



	
	

	Summary of change:
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	In current version of 23.141, additional charging requirement is added in the section 8 Charging Requirements, i.e. the Presence Server and Watcher Presence Proxy shall provide information which permits specific tariffs (e.g. zero rating) to be applied to the bearer traffic associated with presence service “events”.
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8 Charging requirements

The following charging requirements for presence service are identified. The requirements shall be realized by enhancements of the IMS charging mechanism as specified in 3GPP TS 32.200[6] and 3GPP TS 32.225[7].

1)  Watcher Presence Proxy  shall provide the charging information for watcher requests per watcher for  presence enquiry or subscription. 

2) The Presence Server shall provide the charging information for updates to presence information 

3)  Presence List Server shall provides the charging information for Watcher subscription to Presence Lists and receiving notification of Presence Information.

4)  Presence Server shall provides the charging information for subscription to Watcher Lists and receiving notification of Watcher Information.
5) The Presence Server and Watcher Presence Proxy shall provide information that permits specific tariffs (eg zero rating) to be applied to the bearer and/or signalling traffic associated with the above presence service “events”.
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