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1
Introduction

The Transfer Delay attribute is described ambiguously in 23.107 both as an absolute guarantee of packet delay and as a statistical (95th percentile) guarantee.

2
Discussion

The definition of Transfer Delay for the UMTS Bearer Service is in Section 6.4.3 of 23.107:

“Transfer delay (ms)

Definition: Indicates maximum delay for 95th percentile of the distribution of delay for all delivered SDUs during the lifetime of a bearer service, where delay for an SDU is defined as the time from a request to transfer an SDU at one SAP to its delivery at the other SAP.

[Purpose: used to specify the delay tolerated by the application. It allows UTRAN to set transport formats and ARQ parameters.]

NOTE 3:
Transfer delay of an arbitrary SDU is not meaningful for a bursty source, since the last SDUs of a burst may have long delay due to queuing, whereas the meaningful response delay perceived by the user is the delay of the first SDU of the burst. “

The Transfer Delay attribute is subsequently discussed per Traffic Class, and in the description of Conversation Class (6.4.3.2) is states:

“Since the traffic is non-bursty, it is meaningful to guarantee a transfer delay of an arbitrary SDU.” (emphasis added)

A similar statement appears in the description of the Streaming Traffic Class.

There is ambiguity, therefore, over whether the Transfer Delay is an absolute guarantee for all packets, or a statistical guarantee (applying to only 95% of the packets for a given PDP Context). A statistical delay seems the only viable interpretation. 

3
Proposal

It is therefore proposed to clarify the sentences refered to above as follows:

“Since the traffic is non-bursty, it is meaningful to guarantee the statistical distribution of transfer delay of an arbitrary SDU.” 

A CR with this clarification is attached. 
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**************** Start of Changes ***************

6.4.3.2
Attributes discussed per traffic class

Conversational class 

If the UMTS bearer carries speech service, Source statistics descriptor can be set, which allows UMTS to calculate a statistical multiplexing gain in core network, UTRAN and UE and use that for admission control.

Although the bitrate of a conversational source codec may vary, conversational traffic is assumed to be relatively non‑bursty. Maximum bitrate specifies the upper limit of the bitrate with which the UMTS bearer delivers SDUs at the SAPs. The UMTS bearer is not required to transfer traffic exceeding the Guaranteed bitrate. Maximum and guaranteed bitrate attributes are used for resource allocation within UMTS. Minimum resource requirement is determined by guaranteed bitrate (When a conversational source generates less traffic than allocated for the bearer, the unused resources can of course be used by other bearers.)

Since the traffic is non-bursty, it is meaningful to guarantee the statistical distribution of transfer delay of an arbitrary SDU.

Conversational bearers are likely to be realised in UTRAN without RLC re-transmissions. Hence, UTRAN transport is more efficient and thereby cheaper if RLC PDU size is adapted to UMTS bearer SDU size (RLC transparent mode). This motivates the use of SDU format information. The SDU periodicity knowledge needed to operate in RLC transparent mode is obtained through dividing the largest defined SDU format by Maximum bitrate. This shall be considered when setting the attribute values in a service request.

The Maximum SDU size is only applicable if SDU format information is not specified and is used for admission control and policing. If Maximum SDU size is specified the SDU size is variable. If SDU format information is specified, with one or several possible sizes, each SDU shall exactly conform to one of the specified sizes. By using the SDU error ratio, Residual bit error ratio and Delivery of erroneous SDUs attribute, the application requirement on error rate can be specified, as well as whether the application wants UMTS to detect and discard SDUs containing errors and an adequate forward error correction means can be selected.

Streaming class 

If the UMTS bearer carries streaming speech service, Source statistics descriptor can be set, which allows UMTS to calculate a statistical multiplexing gain in core network, UTRAN and UE and use that for admission control.

As for conversational class, streaming traffic is assumed to be rather non-bursty. Maximum bitrate specifies the upper limit of the bitrate the UMTS bearer delivers SDUs at the SAPs. The UMTS bearer is not required to transfer traffic exceeding the Guaranteed bitrate. Maximum and guaranteed bitrate attributes are used for resource allocation within UMTS. Minimum resource requirement is determined by guaranteed bitrate. (When a streaming source generates less traffic than allocated for the bearer, the unused resources can of course be used by other bearers.)

Since the traffic is non-bursty, it is meaningful to guarantee the statistical distribution of transfer delay of an arbitrary SDU.

The transfer delay requirements for streaming are typically in a range where at least in a part of this range RLC re‑transmission may be used. It is assumed that the application's requirement on delay variation is expressed through the transfer delay attribute, which implies that there is no need for an explicit delay variation attribute.

It shall be possible for Streaming bearers to be realised in UTRAN without RLC re-transmissions. Hence, UTRAN transport is more efficient and thereby cheaper if RLC PDU size is adapted to UMTS bearer SDU size (RLC transparent mode). This motivates the use of SDU format information. The SDU periodicity knowledge needed to operate in RLC transparent mode is obtained through dividing the largest defined SDU format by Maximum bitrate. This shall be considered when setting the attribute values in a service request.

The Maximum SDU size is only applicable if SDU format information is not specified and is used for admission control and policing. If Maximum SDU size is specified the SDU size is variable. If SDU format information is specified, with one or several possible sizes, each SDU shall exactly conform to one of the specified sizes.

By using the SDU error ratio, Residual bit error ratio and Delivery of erroneous SDUs attribute, the application requirement on error rate can be specified, as well as whether the application wants UMTS to detect and discard SDUs containing errors.

************** End of Changes ***************
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