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1. Introduction

This contribution is for TS 23.234.

User subscription modification/update can occur for a variety of reasons, some of them may be deemed critical, others may not.  If there is a need to reflect this modification/update to the WLAN, such procedure need not have to wait till next authentication.

2. Subscriber profile updating procedure

It is proposed that there shouldn’t be a requirement that authorisation information is updated at the WLAN at the next EAP authentication.  When a subscription profile is changed at the HSS, the service enjoyed by the user should change accordingly.  This change may require instant updating to the WLAN, or it may not be so critical.  Thus, notification to the WLAN can be done at any time, at any user online status, and should not be solely dependent on the trigger of an authentication procedure.

Moreover, the information to be passed to the WLAN, upon a change in subscriber profile, is not authentication related.  Hence the subscriber profile update procedure should not be necessarily tied to authentication procedures.

For the above reasons, it is premature to mandate an authorisation update to only be passed at authentication time.  The option should be left open, and not constrain future specification.

Hence, point 4 will be updated to:

4. 
The authorisation information of the associated connection is updated to WLAN as necessary.

3. Proposed changes to section

It is proposed to edit section 7.2 as follows:

7.2
Subscriber Profile Update
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1.
User is registered to a 3GPP AAA server

2.
Subscribers subscription is modified inthe HSS e.g. via O&M.

3. 
HSS updates the profile information stored in the registered 3GPP AAA server by Wx reference point procedure "Subscriber Profile".

4. 
The authorisation information of the associated connection is updated to WLAN as necessary.
4. Authorisation information is updated to the WLAN





3. Wx “Subscriber Profile” procedure





2. User subscription is modified in HSS





1. User is registered to a 3GPP AAA server
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