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At WG2#27 it was agreed that TS 23.234 shall cover Scenario 3 where the user has access to 3GPP PS based services is via WLAN. This contribution proposes to add new text covering requirements related to access of 3GPP PS (and PS based services generally) and introduce new text clarifying functionality that is provided by the Wi reference point.
----------------------------------------------       First Change       ---------------------------------------------------------
5.1
Access Control Requirements

· Legacy WLAN terminals should be supported. However software upgrades may be required for e.g. security reasons.
· Minimal impact on the user equipment, i.e. client software.

· Minimal impact on existing WLAN networks.

· The need for operators to administer and maintain end user SW shall be minimized

· Existing SIM and USIM shall be supported. 
· R6 USIM may include new functionality if seemed necessary e.g. in order to improve privacy.

· Changes in the HSS/HLR/AuC shall be minimized.

· 
· 
· 
· 
· Methods for key distribution to the WLAN access NW shall be supported

· The WLAN connection established for a 3GPP subscriber shall have no impact to the capabilities of having simultaneous PS and CS connections for the same subscriber
· Authorization shall occur upon the success of the authentication procedure

· It shall be possible to indicate to the user of the results of authorization requests.

· It shall be possible to indicate to the user any conditions for use of an authorised service.

· Results of authorization requests shall be indicated to the WLAN, so that the WLAN can take appropriate action. 

· The authorization mechanism shall be able to inform the user and WLAN immediately of any change in service provision.
· Policy control applies to the services authorized for the user
· Access to 3GPP PS based services shall be provided via WLAN. 3GPP PS based services supported shall include IMS based services, location based services, instant messaging, presence based services, MBMS and services built upon combinations of these.

· Access to PS based services normally provided by the 3GPP packet core shall be provided via WLAN. These PS based services shall include VPN services (support of private addressing schemes, external address allocation, secure tunnelling to private network, ability to provide addresses of DNS and NetBios servers specific to a private network)
---------------------------------------------- End of first change/2nd Change---------------------------------------------
6.3.7  Wn

Reference point Wn indicates the reference point for transporting tunneled WLAN user data towards 3GPP system. Routing of Wn reference point is service specific. For accessing home network services the Wn may be routed directly between WLAN and Home 3GPP Network or forced to go via Border Gateway functionality within the Visited Network.

6.3.8  Wi

This is the reference point between Packet Data GW and a packet data network. The packet data network may be an operator external public or private packet data network or an intra operator packet data network, e.g. for provision of IMS services, RADIUS Accounting or Authentication, DHCP.

Wi reference point is similar to the Gi reference point provided by the PS domain. Interworking with packet networks is provided via the Wi reference point based on IP. Mobile terminals offered services via the Wi reference point may be globally addressable through the operators public addressing scheme or through use of a private addressing scheme.
-------------------------------------- End of 2nd change ----------------------------------------------------
