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1. Introduction

The purpose of this contribution is to propose a UE proxy function in GUP reference architecture. 

2. Discussion

UE Proxy

The UE Proxy is the access part of the GUP Server to the UE.


It enables access to GUP data of the UE from the network side. The UE Proxy combines the function of a Repository Access Function (RAF) with a short time cache.

It may cache these data for a short time to bride disruptions of connection.

GUP data of the UE may be useful for services and applications in order to be able to customise according to the current terminal capabilities and to user preferences, which are kept in the UE

3. Proposal

We propose to agree to include the following contents to 3GPP Generic User Profile - Architecture Stage 2 TS 23.240 

4.1.7 Access of profile from visited network

Access to GUP from a visited network shall follow the single point of access principle.

4.1.8 Location of Profile Components

A GUP functionality exists that keeps information where GUP data are located.

Editor’s note: Further details are expected.

4.1.9 Access of profile at the UE, UE proxy
GUP functionality exists that access UE stored parts of the user profile. It combines the functionality of Harmonised Access Interface (RAF towards the UE repositories) with a short time cache for bridging short disruptions of connection to the UE.
4.2 GUP Functional Entities

4.2.1 GUP Profile Server

The GUP Profile Server is a functional entity providing a single point of access to the Generic User Profile data of a particular subscriber. The Reference Architecture does not specify or limit the physical location of the GUP Profile Server enabling flexibility in the implementations.

The GUP Profile Server includes the following functionalities:

· To provide a single point of access for reading and managing generic user profile data of a particular subscriber.

Editor's note: Whether the GUP Profile Server is implemented as a Proxy and/or Redirect Server must be defined later, see the two figures below.
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Figure 1. GUP Profile Server acting as a Proxy Server.
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