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1 Introduction

This contribution proposes an update of procedure “Disconnecting a Subscriber by Online Charging System” in Section 7.4.  At the last SA2 meeting S2-022983 proposed a signaling example diagram where 3GPP AAA server informs HSS when WLAN subscriber disconnects from the 3GPP AAA server. That contribution was approved and the signalling example was included in the Annex A of the WLAN TS.  

This contribution proposes a corresponding update of the end to end signalling sequence Disconnecting a Subscriber by Online Charging System  procedure figure in Section 7.4.

2 Disconnecting a Subscriber by Online Charging System
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1. A subscriber is being online charged by 3GPP AAA server. 

2. 
OCS (Online Charging System) denies credit request from the 3GPP AAA server for WLAN access. The possibly already retrieved online credit runs out.

3.
To disconnect the subscriber’s connection, Wr reference point procedure "Diameter Session Abort" procedure is executed towards WLAN.

4. WLAN disconnects the radio interface connection by WLAN technology specific mechanisms

5. 3GPP AAA server notifies HSS using Wx procedure “Purge” that the WLAN registration has been cancelled.  HSS removes state related to that session, e.g., the address of the serving 3GPP AAA server.

3 Proposal

It is proposed that the contents of Section 2 replace contents (text and figure) of Section 7.4 in TS 23.234.


















































































