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S2-023430 (proposed TR ue.8de v0.0.2) has no text for section 6 yet. Vodafone would like to add some information to it. 

Note that Vodafone may still propose further information to be added to this section.

Proposal

It is proposed that the text below is added to section 6 of this TR. 

	
	Issue
	Concept 1

IMEISV over Iu derived from IMEISV delivered to CN
	Concept 2

BMUEF over Iu derived from IMEISV delivered to CN
	Concept 3

IMEISV delivered from UE to UTRAN

	
	
	
	
	

	1
	Ability to help with GPRS “UE Specific Behaviours”
	Yes - send IMEISV over Gb
	Yes - send BMUEF over Gb
	No. Needs a separate method to supply IMEISV to the 2G-SGSN and to handle SGSN change

	2
	Ability to help in detection of faults (particularly ‘soft faults’ such as speed of detecting new neighbour cells)
	Yes - RNC can deliver statistics against UE type
	No
	Yes - RNC can deliver statistics against UE type

	3
	Commercial sensitivity of RNC software development
	Can be handled well
	No - requires publication/standardisation of future RNC features
	Can be handled well

	4
	Commercial sensitivity of operator features
	Can be handled well
	No - requires publication/standardisation of operator’s future services
	Can be handled well

	5
	Ability to solve faults rapidly
	Yes
	No - [6] months needed to agree issue and document solution
	Yes

	6
	Maintenance of open interfaces
	Yes
	No - the previous 3 issues will lead to proprietary encodings of the BMUEF and lead to a proprietriary Iu interface
	Yes

	7
	Handles problems with GSM to UMTS handover
	Yes
	Yes
	Solutions have not yet been documented fully

	8
	Ability to handle “mobiles working with some RNCs but not with other RNCs”
	Yes
	Endless argument expected: No
	Yes

	9
	Ability to handle “grey” areas in the standards
	Yes
	Long arguments expected - No
	Yes
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