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Summery

The GPRS drafting session took place on Monday afternoon 11th November. About 20 delegates participated.

Documents accepted by the GPRS drafting group, for approval by the main session:

· S2-023321 CR for 23.060 R5 on “SMS over PS in Iu mode”
· S2-023445, S2-023446, S2-023447 CRs for 23.107 R99-R5 on “Highest Value for Bitrates”
Documents that have to be presented at the main session (revised versions or generated after the drafting session because of other handled input):

· S2-023525 CR for 23.060 R5 on “Re-use of TEID”

· S2-023526 Draft LS on reuse of TEID to CN4 (RAN3)

· S2-023527 Draft LS on SMS over PS in Iu mode LS

· S2-023663 CR for 23.060 R5 on “Mobility Management for GPRS (CAMEL) Subscriber” (was agreed at drafting, revision needed after offline check with CN2) 

· S2-023528 Draft Reply LS on CN2 conclusion on CAMEL_PS_Notification procedure

· S2-023529 Draft Reply LS on Mobility management information on CDRs when using the Iu interface

· S2-023386 CR for 23.107 on “Removal of unclear statements in 23.107 about the way to handle end-user Differentiated or Integrated services” (not accepted in the drafting, found to be acceptable in offline discussions after the drafting) 

Documents that have not been accepted by the drafting group:

· none

Documents without a conclusion, to be handled at the main session:

· none
Handled documents

	Order
	av
	Ag. Item
	Tdoc #
	Source
	Title
	Spec
	CR #
	cat
	Version
	REL
	WI
	Summary
	Discussion
	Conclusion

	
	01
	
	S2-023238
	N2-020936
	LS on CN2 conclusion on CAMEL_PS_Notification procedure
	LS in 
	
	
	
	
	
	Related to S2-023448
	
	Answer in S2-023528

	
	01
	
	S2-023249
	S5-024480
	LS on Mobility management information on CDRs when using the Iu interface
	LS in
	
	
	
	
	
	SA5 identified potential charging related problems caused by the UTRAN that may hide LA changes of the UE from the CN 
	23.060 requires that the SGSN collects information about network resource usage, MM procedures are an example

no requirement in 23.060 to record when a UE crosses an RA border and location information in charging records  not required on RA granularity

If finer granularity for location information is needed service area reporting from UTRAN to CN might be used

23.200 might be checked
	answer in S2-023529

	
	
	10.1
	S2-023321
	Ericsson
	SMS over PS in Iu mode
	23.060
	418
	F
	5.3.0
	R5
	TEI-5
	Since the SMS support over the PS domain is very similar in Iu and A/Gb mode, and 23.060 already describes the CAMEL procedure calls in A/Gb mode, this CR generalises the description in section 16.1 to also cover the Iu mode to the same level of detail.
	Discussion whether this impacts Gb only. 

Question from CN4 and left over from last SA2 last meeting: for which release(s) ? R5 is seen as sufficient
	Revised to S2-023525
LS in S2-023527 to inform about the update

	
	
	10.1
	S2-023322
	Ericsson
	Discussion paper on Re-use of TEID
	
	
	
	
	
	
	describes possible problems when a TEID is reused in the GGSN immediately after it has been released for another MS
	
	noted

	
	
	10.1
	S2-023323
	Ericsson
	Re-use of TEID
	23.060
	419
	F
	5.3.0
	R5
	TEI-5
	Adds a statement in clause 14.6 clearly requiring not to re-use TEIDs withing a significant period of time. How long this period should be is however left as an implementation choice.
	Question what the related change to stage 3. question mark. 

Discussion what is significant? Some wording to add clarification what significant 

Only for R5 as not  seen as an essential correction. Implementations may already behave as proposed.
	Agreed

LS to CN 4 in S2-023526 decide whether they need something to add/clarify in their specifications



	
	
	10.1
	S2-023386
	Alcatel
	Removal of unclear statements in 23.107 about the way to handle end-user Differentiated or Integrated services
	23.107
	128
	F
	5.6.0
	Rel-5
	TEI
	Removes unclear statements and replace them by a reference to 23.207
	Comment that 23.207 bases on 23.107;

Text proposed to be removed gives some idea about interworking and should not be removed
	not agreed

offline 

discussion

(which concluded that original version is acceptable)

	
	
	10.1
	S2-023445
	Siemens
	Highest Value for Bitrates
	23.107
	129
	F
	3.9.0
	R99
	TEI
	The tables describing the value ranges for the UMTS BS and Radio Access Bearer Service attributes are updated to allow 2.048 kbit/s as highest possible value for the Maximum and the Guaranteed Bitrate.
	Question whether essential for R99 and whether not clear by the note in the table

Seen as essential as the allowed values as the maximum values are corrected


	agreed

	
	
	10.1
	S2-023446
	Siemens
	Highest Value for Bitrates
	23.107
	130
	A
	4.5.0
	Rel-4
	TEI4
	
	
	agreed

	
	
	10.1
	S2-023447
	Siemens
	Highest Value for Bitrates
	23.107
	131
	A
	5.6.0
	Rel-5
	TEI5
	
	
	agreed

	
	
	10.1
	S2-023448
	Siemens
	Mobility Management for GPRS (CAMEL) Subscriber
	23.060
	399rev1
	F
	5.3.0
	Rel-5
	CAMEL4
	Mobility Management for GPRS subscriber has been added in CAMEL Phase 4.

This feature is already described in the stage 2 and 3 specifications (e.g. TS 23.078). This CR aligns TS 23.060 with stage 3 specifications.


	Question whether there is any sequence required for the added procedures calls

This was clarified to be needed after the drafting, therefore status changed from agreed to not agreed to avoid confusion with plenary minutes
	Not Agreed

Revised to S2-023663

LS answer to CN2 in  S2-023528


	
	
	10.1
	S2-023525
	Ericsson
	Re-use of TEID
	23.060
	419r1
	F
	5.3.0
	R5
	TEI-5
	Revision of S2-023323
	
	

	
	
	
	S2-023526
	GPRS session (Juan Antonio)
	Draft LS on reuse of TEID to CN4 (RAN3)
	LS draft
	
	
	
	
	
	Related to S2-023323
	
	

	
	
	
	S2-023527
	GPRS session (Juan Antonio)
	Draft LS on SMS over PS in Iu mode
	LS draft
	
	
	
	
	
	Related to S2-023321
	
	

	
	
	
	S2-023528
	GPRS session (Mirko)
	Draft Reply LS on CN2 conclusion on CAMEL_PS_Notification procedure
	LS draft
	
	
	
	
	
	Reply on S2-023238 

Related to S2-023448
	
	

	
	
	
	S2-023529
	GPRS session (Frank)
	Draft Reply LS on Mobility management information on CDRs when using the Iu interface
	LS draft
	
	
	
	
	
	Reply on S2-023249
	
	

	
	
	10.1
	S2-023663
	Siemens
	Mobility Management for GPRS (CAMEL) Subscriber
	23.060
	399rev2
	F
	5.3.0
	Rel-5
	CAMEL4
	Revision of S2-023448
	
	


