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Introduction
Selection of AAA proxy can use REALM and/or network identification information. The current specification mandates a specific REALM format which may be incompatible with proxy AAA selection, e.g., for routing AAA messages through a specific VPLMN or through a HPLMN designated clearing house.

This proposal clarifies that such techniques are FFS.

5.4.1
Home network domain name

The home network domain name shall be in the form of an Internet domain name as specified in RFC 1035.

The UE maybe configured to derive the home network domain name from the IMSI as described in the following steps:

1.
take the first 5 or 6 digits, depending on whether a 2 or 3 digit MNC is used (see 3GPP TS 31.102 [27]) and separate them into MCC and MNC with "."; and

2.
reverse the order of the MCC and MNC. Append to the result: "WLAN.3gppnetwork.org" 

An example of such an IMSI derived home network domain name is:

EXAMPLE:
IMSI in use: 234150999999999;

· where;

· MCC: 234;

· MNC: 15;

· MSIN: 0999999999; and

· home domain name: 15.234.WLAN.3gppnetwork.org.

NOTE: Other mechanisms to retrieve a realm e.g. by having a realm configured in a R6 USIM are FFS.
Mechanisms for using additional prefix or suffix information appended to the IMSI defined home network domain name in order to influence the routing of AAA requests is FFS.
Proposal
It is proposed to add the above text to the TS 23.234.

























































































































































































































































