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1 Introduction

In 23.917, the case where the PDF initiates a revoke is missing. This can happen for a number of reasons, for example if the PDF is instructed that all the related resources have been released but hasn’t received the corresponding revoke from the AF.

Also it is possible that the PDF could revoke the authorisation based on local operator policy e.g. user priority, or there may be some time limit set on a particular type of session (e.g. during busy periods)

The text below shows changes to be introduced to TR 23.917.

8.7 Revoke Authorization for the session 

8.7.1 Revoke Authorization for the session, Application Function initiated
This procedure is used e.g. upon session release. This step may contain the removal of the QoS resources. If not then this is done separately with a removal of QoS commit procedure.
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Figure 10:  Revoke Session Authorization, Application Function initiated

1) A trigger is received at the AF e.g. a session control message exchange, or an internal action at the AF triggers the need to revoke the authorization, or the AF received an indication of network resources removal and decides to revoke the authorization
2) The Application Function sends a message to the PDF to indicate the revocation.

3) The PDF when it is informed of the revocation, revokes the related QoS resources which had been previously authorised. The PDF also records that the associated token value is no longer used.

The revoke signalling between AF and PDF shall support indicating a revoke for the whole service previously authorised.

4) The PDF indicates the successful execution of the revoke indication.

8.7.2 Revoke Authorization for the session, PDF initiated

In this scenario the PDF initiates the release of the session. This may only happen in case the AF allows the PDF to revoke the service. If the PDF is allowed to revoke the service, this may happen for a number of reasons e.g. there is some time restriction.
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Figure x:  Revoke Session Authorization, PDF initiated

1) The PDF decides to revoke the authorization
2) The PDF revokes the related QoS resources which had been previously authorised. The PDF also records that the associated token value is no longer used. 
3) The PDF indicates the revoke of the authorisation to the AF.

4) The AF releases the session or terminates the service by e.g. sending appropriate control messages.

8.7.3 Revoke for IMS Session release, P-CSCF is Application Function, P-CSCF initiated

One example of usage of the revocation flow above is at IMS session teardown. One IMS teardown possible scenario using the revocation flow is shown below.
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Figure 11: Example of information flow for IMS session release, P-CSCF initiated
In this scenario, upon receiving SIP BYE the P-CSCF sends a message to the PDF to revoke the authorisation. This indicates to the PDF that the token value needs to be released and all related authorisations are no longer valid. The PDF then revokes the related QoS resources.
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