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Introduction

During SA2#29 the concept of generalizing the QoS architecture for Rel5 was discussed based on an input CR to 23.107 (S2-030316).  It was agreed to send an LS to GERAN2 to ask their feedback before approving such a CR in SA2, however, unfortunately the outgoing LS to GERAN2 was not approved during email approval.

This contribution reflects the slightly revised joint input of the interested companies for an outgoing LS to GERAN2 where the concerns raised by Nokia during the email approval process are believed to be resolved. 
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1. Overall Description

Since UTRAN is not the only RAN of the 3GPP architecture, it is useful to have a generic QoS architecture in TS 23.107, which is not dedicated to a specific RAN. The addition of GERAN to the 3GPP architecture should have resulted in an update of TS 23.107. This wasn’t done up to now. 

SA2 agreed on the usefulness of a generalization of the UMTS QoS architecture defined in TS 23.107. This approach simplifies the development of services and applications independent from the concrete RAN technology 

Although, the current QoS model is mostly generic, some parts have to be more general to cover all RAN types:

· the RAB Service has to be generalized

· the Iu Bearer service has to be replaced by a generic RAN Access Bearer Service

· the UTRA FDD/TDD Service has to be replaced by a generic Physical Radio Bearer Service 

· for the specific RAN types the QoS attribute value ranges of the RAB Service can then be defined (RAB Service for UTRAN and RAB Service for GERAN)

With these modifications a generalized QoS model can be achieved for all supported RAN types within 3GPP Release 5. The attached CR against TS 23.107 v5.7.0 (S2-030316) that outlines the above-mentioned modifications was discussed  at SA2#29, and the proposed modifications were agreed in general however the CR was not approved at this time. SA2 would welcome feedback from GERAN before it goes ahead with approving a CR proposing such modifications against TS 23.107. 

Feedback would be welcome on additional changes and clarifications, especially regarding the understanding of the RAB Service for GERAN as a means to handle the UMTS bearer service attributes for GERAN and regarding the applicability of all UMTS bearer service attributes for GERAN. Furthermore, GERAN2 is asked to comment the proposal to provide separate value ranges for the RAB Service for GERAN and, if acknowledged, to provide appropriate values to fill the table 5a in section 6.5.3 of the CR.

2. Actions

To GERAN2

ACTION: 
SA2 kindly asks GERAN2 to examine the attached CR and to provide feedback on the proposed changes including additional changes which GERAN2 think are necessary. Furthermore, GERAN2 is kindly asked to comment the proposal to provide separate value ranges for the RAB Service for GERAN and, if acknowledged, to provide appropriate values to fill the table 5a in section 6.5.3 of the CR.

3. Date of Next TSG SA WG2 Meetings

TSG SA WG2 Meeting #31  
7th – 11th April 2003

Korea 
