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*** First modified section ***

4.2 GUP Functional Entities

4.2.1 GUP Server

The GUP Server is a  functional entity providing a single point of access to the Generic User Profile data of a particular subscriber. The Reference Architecture does not specify or limit the physical location of the GUP Server enabling flexibility in the implementations.

The GUP Server includes the following functionalities:

· To provide a single point of access for reading and managing generic user profile data of a particular subscriber.


The GUP server is a proxy server. It is accessed using the request/response mode.  Accesses to data repository(ies) are done also in  request/response mode. 
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Figure 1. GUP Server acting as a Proxy Server.



Editor's note: How the functionality is performed to be added later.

Editor's note: Authentication, authorisation, privacy, synchronisation etc. to be added later.

*** First modified section ***

***Second modified section ***

4.2.4 Message Flow of using GUP

For an application requesting GUP data component(s) a message flow is described in the following:

· The application requests a GUP component(s) via Single Point of Access (Rg) from the component broker function at the GUP server 

· The component broker function at the GUP server authenticates the application. Note that also separate authentication services may be applied.

· The component broker function at the GUP Server identifies the level of authorization the Application is allowed to access the GUP data.

· The component broker function at the GUP Server identifies the location of the GUP component(s). 

At this point the Component Broker function at the GUP Server may (see figure 4.3 below)

· Access the GUP component(s) by means of the Harmonised Access Interface (Rp) or by other means outside the scope of GUP. 

· Respond to the application with the result of the request, optionally combining results from different GUP data repositories.


· 
· 
Privacy rules may stay together with the data it applies to at the data repository where the data is stored. In this case this privacy rules shall apply. Optionally, the GUP Server may apply additional privacy rules, handled at the PAAC function. However the GUP Server must never “bypass” existing privacy rules.

The following figures show the message flows  :.
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Figure 4.3: An Example of Application Requesting GUP Data Component(s) Message Flow


Figure 4.4: An Application Requesting GUP Data Component(s) Message Flow
***End of the second modified section ***
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