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WLAN Draft Agenda

1- Opening of the meeting

2- Secretary election

3- Approval of the agenda

	S2-031424
	convenor
	draft agenda
	
	Revised to S2-031425 

	S2-031425
	convenor
	Revision of  S2-031424
	
	


4- Tdoc allocation and status of postponed documents

5- TS status

	S2-031279
	Orange
	TS 23.234 v1.6.0
	
	


6- Action points from SA

· Tdoc (1101) WLAN: SA WG2 and SA WG5 were asked to work together to resolve the charging issues. i.e. how to document and transfer the WLAN charging aspects to SA5.

7- Incoming LSes

	Tdoc
	Source
	Title
	Discussion
	Results

	S2-031119
	S3-030166
	LS on interworking between 3GPP and IEEE 802.11 systems
	
	

	S2-031120
	S3-030167
	Security in WLAN and 3G interworking
	
	

	S2-031128
	T3-030116
	Request for Information Regarding WLAN Interworking Impacts to UICC applications
	
	

	S2-031129
	IEEE 802.11-03/226r1
   
	Liaison response to 3GPP SA2 S2-030993
	
	


8- Scenario 2 issues

a. Radius/Diameter  

	Tdoc
	Source
	Title
	Discussion
	Results

	S2-031258
	Cisco
	Diameter to Radius Interworking
	
	

	S2-031290
	Mobility Networks
	3GPP AAA Interworking using RADIUS 
	
	


b. Network selection

	Tdoc
	Source
	Title
	Discussion
	Results

	S2-031259
	Cisco
	Network Selection
	
	

	S2-031289
	Mobility Networks
	PLMN Selection Alternatives using Standard SSID
	
	

	S2-031253
	Motorola
	Network Selection for WLAN Interworking
	
	


c. Gr/D issues

	S2-031273
	Siemens
	Support of CS only and CS/PS capable mobiles
	
	

	S2-031274
	Siemens
	Gr’ signalling flow
	
	

	S2-031275
	Siemens
	Problems of simultaneous connections when using Gr'/D
	
	

	S2-031280
	Orange
	HLR Interface
	
	

	S2-031281
	Orange
	Removal of the Gr' Interface
	
	

	S2-031287
	Mobility Networks
	Simultaneous Access Using Gr(prime) Signaling
	
	


d. Other issues

	S2-031260
	Cisco
	Introduction of WPA
	
	

	S2-031261
	Cisco
	Scenario 2 addressing
	
	

	S2-031276
	Siemens
	Remove reference to 802.11i
	
	

	S2-031286
	Huawei, ChinaMobile
	Clarification of 3GPP-AAA functionality
	
	

	S2-031254
	Huawei
	Attachment of WLAN UE to the 3gpp network
	
	

	S2-031255
	ChinaMobile, Huawei


	Roaming requirement for Wr 
	
	


9- Scenario 3 issues

a. Tunneling requirements and options

How should we proceed with those documents ?

	S2-031252

	Megisto
	Scenario 3 and WLAN/VPLMN Site-to-Site Tunnels
	
	

	S2-031257
	Vodafone
	Proposed WLAN Tunnelling Mechanism
	
	

	S2-031262
	Cisco 
	Scenario 3 principles and differentiation
	
	

	S2-031263
	Cisco
	Scenario 3 Tunnel Options
	
	

	S2-031264
	Cisco 
	Scenario 3 addressing
	
	

	S2-031267
	Nokia
	Scenario 3. Tunneling principles. Site-to-Site
	
	

	S2-031268
	Nokia
	Scenario 3. UE-Initiated Tunnel Principles
	
	

	S2-031269
	Nokia
	Scenario 3. UE-Initiated Tunnel Requirements
	
	

	S2-031270
	Nokia
	Scenario 3. UE-Initiated Tunnel Reference Point & Reference Models
	
	

	S2-031271
	Fujitsu
	Text for tunnelling
	
	

	S2-031272
	Fujitsu
	Service access procedures
	
	

	S2-031277
	Siemens
	Remove the UE transparent tunnelling option
	
	

	S2-031278
	Siemens
	WLAN tunnelling requirements
	
	

	S2-031288
	Mobility Networks
	Option 5 Tunnelling: Detailed Description
	
	


b. Other issues

	S2-031256
	Vodafone
	MSISDN Needed for Delivery SMS over WLAN
	
	


10- Outgoing LSes

11- A.O.B

12- . End of meeting

Time Plan

	
	Monday
	Tuesday
	Wednesday
	Thursday
	Friday

	09.00

10.30
	
	8c, 8d 
	
	Revisions of 9, 

10


	

	11.00

12.30
	
	9.a, 9b


	
	Revisions of 8,

Revisions of 10.


	

	14.00

15.30
	1 to 7.

8a, 8d
	9.a

	
	
	

	16.00

~18.30
	9a 
	8d + 8b 

revisions of 8a+8d
	
	
	 

	19 =>
	
	
	
	
	


Tdoc list for this meeting

	Tdoc
	Source
	Title
	Discussion
	Results

	S2-031119
	S3-030166
	LS on interworking between 3GPP and IEEE 802.11 systems
	
	

	S2-031120
	S3-030167
	Security in WLAN and 3G interworking
	
	

	S2-031128
	T3-030116
	Request for Information Regarding WLAN Interworking Impacts to UICC applications
	
	

	S2-031129
	IEEE 802.11-03/226r1
   
	Liaison response to 3GPP SA2 S2-030993
	
	

	
	
	
	
	

	
	
	
	
	

	S2-031251
	Wlan session report
	
	
	

	S2-031252

	Megisto
	Scenario 3 and WLAN/VPLMN Site-to-Site Tunnels
	
	

	S2-031253
	Motorola
	Network Selection for WLAN Interworking
	
	

	S2-031254
	Huawei
	Attachment of WLAN UE to the 3gpp network
	
	

	S2-031255
	ChinaMobile, Huawei


	Roaming requirement for Wr 
	
	

	S2-031256
	Vodafone
	MSISDN Needed for Delivery SMS over WLAN
	
	

	S2-031257
	Vodafone
	Proposed WLAN Tunnelling Mechanism
	
	

	S2-031258
	Cisco
	Diameter to Radius Interworking
	
	

	S2-031259
	Cisco
	Network Selection
	
	

	S2-031260
	Cisco
	Introduction of WPA
	
	

	S2-031261
	Cisco
	Scenario 2 addressing
	
	

	S2-031262
	Cisco 
	Scenario 3 principles and differentiation
	
	

	S2-031263
	Cisco
	Scenario 3 Tunnel Options
	
	

	S2-031264
	Cisco 
	Scenario 3 addressing
	
	

	S2-031265

	Thomson
	A tight coupling solution
	
	Postponed ?

	S2-031266

	Thomson
	The Network discovery protocol
	
	Postponed ?

	S2-031267
	Nokia
	Scenario 3. Tunneling principles. Site-to-Site
	
	

	S2-031268
	Nokia
	Scenario 3. UE-Initiated Tunnel Principles
	
	

	S2-031269
	Nokia
	Scenario 3. UE-Initiated Tunnel Requirements
	
	

	S2-031270
	Nokia
	Scenario 3. UE-Initiated Tunnel Reference Point & Reference Models
	
	

	S2-031271
	Fujitsu
	Text for tunnelling
	
	

	S2-031272
	Fujitsu
	Service access procedures
	
	

	S2-031273
	Siemens
	Support of CS only and CS/PS capable mobiles
	
	

	S2-031274
	Siemens
	Gr’ signalling flow
	
	

	S2-031275
	Siemens
	Problems of simultaneous connections when using Gr'/D
	
	

	S2-031276
	Siemens
	Remove reference to 802.11i
	
	

	S2-031277
	Siemens
	Remove the UE transparent tunnelling option
	
	

	S2-031278
	Siemens
	WLAN tunnelling requirements
	
	

	S2-031279
	Orange
	TS 23.234 v1.6.0
	
	

	S2-031280
	Orange
	HLR Interface
	
	

	S2-031281
	Orange
	Removal of the Gr' Interface
	
	

	S2-031282
	Orange
	Spare
	
	

	S2-031283
	Telecom Italia
	Services access
	
	Postponed ?

	S2-031284
	Telecom Italia
	Authorisation procedure
	
	Postponed ?

	S2-031285
	Telecom Italia
	Wm reference point in visited network
	
	Postponed ?

	S2-031286
	Huawei, ChinaMobile
	Clarification of 3GPP-AAA functionality
	
	

	S2-031287
	Mobility Networks
	Simultaneous Access Using Gr(prime) Signaling
	
	

	S2-031288
	Mobility Networks
	Option 5 Tunnelling: Detailed Description
	
	

	S2-031289
	Mobility Networks
	PLMN Selection Alternatives using Standard SSID
	
	

	S2-031290
	Mobility Networks
	3GPP AAA Interworking using RADIUS 
	
	

	S2-031422
	Panasonic
	Addressing principles
	
	Postponed ?

	S2-031423
	Lucent
	Corrections to 23.234 1.6.0
	
	

	S2-031424
	convenor
	draft agenda
	
	S2-031425

	S2-031425
	convenor
	Revision of  S2-031424
	
	

	S2-031426
	
	
	
	

	S2-031427
	
	
	
	

	S2-031428
	
	
	
	

	S2-031429
	
	
	
	

	S2-031430
	
	
	
	

	S2-031431
	
	
	
	

	S2-031432
	
	
	
	

	S2-031433
	
	
	
	

	S2-031434
	
	
	
	

	S2-031435
	
	
	
	

	S2-031436
	
	
	
	


Postponed Docs

	S2-030675
	Megisto
	WLAN Interworking: Scenario 3 and Proposed New Section 6.4 of TS 23.234
	Withdrawn  ?

	S2-030681
	Telecom Italia
	Clarification on authentication and authorization separation principle
	Postponed  ?

	S2-030689
	Cisco, Nokia
	WLAN Tunnel Clarifications
	Withdrawn  ?

	S2-030690
	Panasonic
	Authorisation for 3GPP services
	Postponed -  ?

	S2-030693
	Nokia, Cisco
	UE-Transparent Tunneling
	Withdrawn   ?

	S2-030694
	Nokia, Cisco, Orange
	UE-Initiated Tunneling


	Withdrawn   ?

	S2-030702
	Panasonic (MMCDE)
	Example of using Authorization
	Postponed -  ?

	S2-030671
	NEC
	Proposal of  WLAN charging architecture for scenario2 and scenario3
	Postponed -  ?

	S2-030672
	NEC
	Proposal of charging related subclause to transfer to SA5
	Postponed - ?

	S2-030682
	Telecom Italia
	Reference point for charging info transmission between Packet Data Gateway and 3GPP AAA Server (Wd)
	Postponed -  ?

	S2-023220
	Megisto
	MIP and Home Agent Location Considerations
	Postponed ?

	S2-023415
	Megisto
	MIP as the Mobility Management Method Between GPRS and WLAN Networks
	Postponed ?

	S2-030289
	Telecom Italia
	Requirements
	Withdrawn  ? 









