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----------------------First modified section---------------------

4a.7.5
Subscription Locator Function (SLF)

The SLF:

· Is queried by the I-CSCF during the Registration and Session Setup to get the name of the HSS containing the required subscriber specific data. Furthermore the SLF is also queried by the S-CSCF during the Registration.

· Is queried by the AS in conjunction with the Sh interface operation to get the name of the HSS containing the required subsciber specific data.  
-
Is accessed via the Dx interface by the CSCF and via the Th interface by the AS
The SLF is not required in a single HSS environment. An example for a single HSS environment is a server farm architecture.

----------------------Second modified section------------------

4a.7.7
Application Server (AS)

An Application Server (AS) i.e., SIP Application Server, OSA Application Server, or CAMEL IM-SSF, offers value added IM services and resides either in the user's home network or in a third party location. The third party could be a network or simply a stand-alone AS.

Note: The OSA Application Server does not directly interact with the IMS network entities but through the OSA Service Capability Servers (OSA SCS-s). Further information on OSA is provided in TS 22.127 [4]. 

The AS (SIP Application Server and/or the OSA Service Capability Server and/or IM-SSF) can communicate with the HSS. The Sh and Si interfaces are used for this purpose.

The AS may communicate with the SLF. The Th interface is used for this purpose.
The Serving-CSCF to AS interface is used to provide services residing in an AS. Two cases were identified:

- Serving-CSCF to an AS in Home Network.

- Serving-CSCF to an AS in a trusted External Network (e.g., Third Party or Visited). The S-CSCF does not provide authentication and security functionality for secure direct third party access to the IM Subsystem. The OSA framework provides a standardized way for third party access to the IM Subsystem.

An Application Server may influence and impact the SIP session on behalf of the services supported by the operator’s network. An AS may host and execute services. 
----------------------- Third modified section-----------------------

6a.7.x
Reference Point AS- SLF (Th Reference Point)

This interface between AS and SLF is used to retrieve the address of the HSS which holds the subscription for a given user. 

This interface is not required in a single HSS environment. An example for a single HSS environment is a server farm architecture.

Details are described in 23.228 [34], subclause 5.8.1.
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