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Introduction

In the last meeting it was agreed to create a TR on IP based IMS emergency sessions.  This contribution proposes that an overview on the impact to current GPRS procedures due to IMS emergency session establishment is included in the subclause 4. 

Discussion

It is proposed to agree the following changes in the TR.

4.x
General Packet Radio Service considerations
Editor's note: This clause is for information and to give an overview on the impact to current GPRS procedures due to IMS emergency session establishment. It is not intended to introduce this text to any other 3GPP specification.

In GPRS, before IMS emergency session establishment, the UE performs an emergency attach if the UE is not attached to the network. The UE indicates the emergency attach by including an emergency indication to the Attach Request message. The network applies special treatment in case of the emergency attach procedure. After a successful emergency attach, only PDP context requests for emergency use shall be accepted by the SGSN. It is assumed that an already GPRS attached UE does not detach and re-attach for emergency services.

At GPRS level the mechanisms for establishing a bearer for emergency use should not differ much from the normal GPRS bearer establishment currently specified by 3GPP. In fact there is only a need for the network to be able to detect the emergency use and to be able to give special treatment to these bearers.

As a minimum emergency sessions and bearers for them should not be dropped, so emergency bearers may require enhanced QoS, e.g. higher priority than subscription based priority.

The UE establishes a bearer for emergency use by including an emergency indication during PDP context activation. This is applicable for both Primary and Secondary PDP context activation procedures. PDP context modification and PDP context deactivation procedures are not affected.
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