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Introduction

Other documents at this meeting intend to resolve many FFS issues and some square bracketed items.

A subsequent search reveals that the only remaining issues are in section 4.1.

(note that there are a couple of square brackets that are purely dependent upon the bitmap-IMEISV decision)

Proposal

It is proposed to resolve the issues in section 4.1 to make 23.195 generic.

4
General Description

4.1
UESBI

Due to the potential problems that may happen in the standard or in its implementation by different types of UE, it may be needed to transfer to network entities “information on the specific behavior of particular sets of UE” with regard to some 3GPP features. This aims at helping the infrastructure to handle UE(s) already in the field that are facing problems to support some 3GPP features. This “information on the specific behavior of particular sets of UE” is called UE Specific Behavior Information (UESBI). 

UESBI actually corresponds to 2 different sets of information: 

· UESBI-Uu which is sent from UE to RAN using Access Stratum signalling

· UESBI-Iu which is sent by CN to UTRAN over the Iu interface and is derived from IMEISV retrieved by CN from UE.

UESBI-Uu and UESBI-Iu may have a different nature, their contents are defined in different specifications, and have different handling within the network. Whether or not UESBI-Uu or UESBI-Iu is used to describe an inter-operability issue will be determined on a case by case basis and all uses should be documented in TRs such as 25.994 and 25.995. As a result of this process, RAN nodes should not receive conflicting information in UESBI-Uu and UESBI-Iu. 

The SRNC uses both UESBI-Iu and UESBI-Uu to derive the specific behaviour of the UE.
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