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****** First change ******
4.3.3.4
Relationship of private and public user identities

The home network operator is responsible for the assignment of the private user identifier, and public user identifiers; other identities that are not defined by the operator may also exist. 
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Figure 4.5: Relationship of the private user identity and public user identities

The IMS Service Profile is a collection of service and user related data as defined in 3GPP TS 29.228 [30]. The Service Profile is independent from the Implicit Registration Set, e.g. IMPUs with different Service Profiles may belong to the same Implicit Registration Set. Initial filter criteria in the service profile provide a simple service logic comprising of user / operator preferences that are of static nature i.e. they do not get changed on a frequent basis.  

Application servers will provide more complex and dynamic service logic that can potentially make use of additional  information not available directly via SIP messages (e.g. location, time, day etc.). 

The IMS Service profile is defined and maintained in the HSS and its scope is limited to IM CN Subsystem. The service profile is downloaded from the HSS to the S-CSCF.Only one service profile per Public user identity is downloaded to the S-CSCF at a given time (such as at registration, update of a profile etc.) based on the  Public user identities being served by the S-CSCF. Nothing precludes that multiple service profiles can be defined in the HSS for a subscription. Each Public user identity is associated with one and only one Service Profile. Each service profile is associated with one or more Public user identities.

An ISIM application shall securely store the home domain name of the subscriber. It shall not be possible for the UE to modify the information from which the home domain name is derived. 

It is not a requirement for a user to be able to register on behalf of another user or for a device to be able to register on behalf of another device or for combinations of the above for the IM CN subsystem for this release.
Public User Identities may be shared across multiple UEs. Hence, a particular Public User Identity may be simultaneously registered from multiple UEs that use different Private User Identities and different contact addresses. Subscription data may restrict a user from having the same Public User Identity simultaneously registered from multiple contact addresses. If the public user identity is shared across multiple private user identities, it shall be shared by all of those private user identities within the IMS subscription. The relationship for such a shared Public User Identity with Private User Identities, and the resulting relationship with service profiles, is depicted in Figure 4.6 below. 
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Figure 4.6 – The relation of a shared Public User Identity (Public-ID-2) and Private User Identities

All Service Profiles of a user, which share at least one common Private user identity through their relationship to public user identities, shall be associated to the same S-CSCF. Later releases may allow different Service Profiles that share the same Private user identity to be associated with different S-CSCFs. 

****** Next change ******

5.2.1a Implicit Registration

When an user has a set of public user identities defined to be implicitly registered via single IMS registration of one of the public user identity’s in that set, it is considered to be an Implicit Registration. No single public identity shall be considered as a master to the other public user identities.  Figure 5.2.1a shows a simple diagram of implicit registration and public user identities.  In order to support this function, it is required that:

· HSS has the set of public user identities that are part of implicit registration.

· Cx reference point between S-CSCF and HSS shall support download of all public user identities associated with the implicit registration, during registration of any of the single public user identities within the set.

· All public user identities of an Implicit Registration set must be associated to the same private user identities.  See figure 5.2.1.b for the detailed relationship between the public and private user entities within an Implicit Registration set.

· An implicit registration set shall contain either only shared or only non-shared public user identities.
· When one of the public user identities within the set is registered, all Public user identities associated with the implicit registration set are registered at the same time.

· When one of the public user identities within the set is de-registered, all public user identities that have been implicitly registered are de-registered at the same time. 

· Registration and de-registration always relates to a particular contact address. A Public user identitity that has been registered (including when implicitly registered) with different contact addresses remains registered in relation to those contact addreses that have not been de-registered.

· Public user identities belonging to an implicit registration set may point to different service profiles; or some of these public user identities may point to the same service profile.

· When a public user identity belongs to an implicit registration set, it cannot be registered or de-registered individually without the public user identity being removed from the implicit registration list.

· All IMS related registration timers should apply to the set of implicitly registered public user identities

· S-CSCF, P-CSCF and UE shall be notified of the set of public user identities belonging to the implicitly registered function.  Session set up shall not be allowed for the implicitly registered public user identities until the entities are updated, except for the explicitly registered public user identity.

· When a public user identity is barred from IMS communications, only the HSS and S-CSCF shall have access to this public user identity.
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Figure 5.2.1a Relationship of public user identities when implicitly registered 
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Figure 5.2.1.b – The relation of two shared Public User Identities (Public-ID-3 and 4) and Private User Identities
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