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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

2G-
Second Generation

3G-
Third Generation

AC
Admission Control

AI
Application Interface (prefix to interface class method)

ANM
Answer Message (ISUP)

APN
Access Point Name

APN-NI               APN Network Identifier
ARIB
Association of Radio Industries and Business

ATD
Absolute Time Difference

BCCH
Broadcast Control Channel

BER
Bit Error Rate

BSS
Base Station Subsystem 

BTS
Base Transceiver Station

CAMEL
Customised Application For Mobile Network Enhanced Logic

CAP
CAMEL Application Part

CM
Connection Management

CN
Core Network

CSE
Camel Service Environment

DL
Downlink

DRNC
Drift RNC

E-OTD
Enhanced Observed Time Difference

FER
Frame Error Rate

GERAN
GSM EDGE Radio Access Network

GGSN
Gateway GPRS Support Node

GMLC
Gateway MLC

GPRS
General Packet Radio Service

GPS
Global Positioning System 

HE
Home Environment

H-GMLC
Home-GMLC

HSS

Home Subscriber Server

HLR
Home Location Register

HPLMN
Home Public Land Mobile Network

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

IPDL
Idle Period Downlink

LA
Location Application

LAF
Location Application Function

LBS
Location Based Services

LCAF
Location Client Authorization Function

LCCF
Location Client Control Function

LCCTF
Location Client Co-ordinate Transformation Function

LCF
Location Client Function

LCS
LoCation Services

LDR
Location Deferred Request

LIR
Location Immediate Request, 

LMU
Location Measurement Unit

LSAF
Location Subscriber Authorization Function

LSBcF
Location System Broadcast Function

LSBF
Location System Billing Function

LSCF
Location System Control Function

LSOF
Location System Operation Function

LSPF
Location Subscriber Privacy Function

LSTF
Location Subscriber Translation Function

MAP
Mobile Application Part

ME
Mobile Equipment

MExE
Mobile Execution Environment

MLC
Mobile Location Center

MLP
Mobile Location Protocol

MM
Mobility Management

MO-LR
Mobile Originated Location Request

MS
Mobile Station 

MSC
Mobile services Switching Centre

MSISDN
Mobile Station Integrated Services Data Network

MT-LR
Mobile Terminated Location Request

NA-ESRD
North American Emergency Service Routing Digits

NA-ESRK
North American Emergency Service Routing Key

NI-LR
Network Induced Location Request

OSA
Open Service Architecture

OTDOA
Observed Time Difference Of Arrival 

PC
Power Control

PCF
Power Calculation Function

PLMN
Public Land Mobile Network

PMD
Pseudonym mediation device functionality

POI
Privacy Override Indicator

PPR 

Privacy Profile Register 

PRCF
Positioning Radio Co-ordination Function

PRRM
Positioning Radio Resource Management

PSE
Personal Service Environment

PSMF
Positioning Signal Measurement Function

PSTN
Public Switched Telephone Network

QoS
Quality of Service

RA
Routing Area

RACH
Random Access Channel

RAN
Radio Access Network

RANAP
Radio Access Network Application Part

R-GMLC
Requesting-GMLC

RIS
Radio Interface Synchronization

RNC
Radio Network Controller

RRM
Radio Resource Management

RTD
Real Time Difference

SAT
SIM Application Tool-Kit

SCCP

Signalling Connection Control Part 

SCS
Service Capability Server

SGSN
Serving GPRS Support Node

SI
Service Interface (prefix to interface class method)

SIM
Subscriber Identity Module


SIR
Signal Interference Ratio

SLPP
Subscriber LCS Privacy Profile

SMLC

Serving Mobile Location Center

SMS
Short Message Service

SP
Service Point

SRNC
Serving RNC

SS7
Signaling System No 7

TA
Timing Advance

TMSI
Temporary Mobile Subscriber Identity

TOA
Time Of Arrival
U-TDOA
Uplink Time Difference of Arrival
UDT
SCCP Unitdata message

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunication System

USIM
Universal Subscriber Identity Module

UTRAN
Universal Terrestrial Radio Access Network

VASP
Value Added Service Provider

V-GMLC
Visited -GMLC

VHE
Virtual Home Environment

WCDMA
Wideband Code Division Multiple Access

Further GSM related abbreviations are given in GSM 01.04. Further UMTS related abbreviations are given in 3G TS 21.905 [3].
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4.3.2
Standard LCS Methods in GERAN

The specification TS 43.059 GERAN LCS Stage 2 specificies the locating methods to be supported in GERAN:

-
cell coverage based positioning method;

· Enhanced Observed Time Difference (E-OTD) positioning method;

· GPS based positioning methods;

· Uplink Time Difference of Arrival (U-TDOA) positioning method.
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