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This contribution suggests changes to 23.976 v0.4.0 to define the network elements and interfaces used to support Push services over the CS Domain.

5.2
CS Domain Delivery Networks Supporting Push

This section describes the use of various mechanisms in the CS Domain to establish and/or maintain a bearer service connection to the UE over which Push services may be delivered.


5.2.1
CS Domain Network Elements and Interfaces supporting Push

The following diagram illustrates the network elements and interfaces that are necessary to support Push over a CS Domain circuit connection. The Push Function interfaces to the MSC/IWF using the appropriate connection type as defined in TS 03.10 and TS 29.007 or to a Short Message Service Centre (SM-SC) when using the Short Message Service.
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Figure 7. Network Elements and Interfaces supporting Push over the CS Domain (circuit connection and SMS).
The Push Function interfaces to the MSC/IWF to transmit and receive circuit-switched data traffic. This interface may operate over a PSTN, ISDN or PDN. The MSC/IWF will perform the appropriate conversion for the connection type operating between the MSC/IWF and the Push Function to support data traffic over a GSM/3G PLMN circuit connection to the UE .
The interface between the Push Function and the SM-SC is the same as that described in section 5.1.1 above.
· 
· 
· Push using SMS in CS Domain

· The section describes how Push services can be delivered to a UE using the services defined for Short Message Service in the CS Domain.
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The interface to the SM-SC from an application server is not fully defined in 3GPP
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