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Text from section 4.7.6 of 29.010 v3.10.0

The mapping between the cause codes received in RANAP Relocation Failure and the cause codes sent in BSSMAP Handover Failure is as follows (this mapping is only used for the MAP-E interface):

----------------------------------------------------------------

     25.413                         08.08              |Notes

-------------------------------------------------------┼--------

RELOCATION FAILURE             HANDOVER FAILURE        |


                                                       |

-Any value                      -No radio resource     |


                                 available             | 



The mapping between the cause codes received in RANAP Relocation Failure and the cause codes sent in BSSMAP Handover Request Reject is as follows:

----------------------------------------------------------------

     25.413                         08.08              |Notes

-------------------------------------------------------┼--------

RELOCATION FAILURE     HANDOVER REQUIRED REJECT        |


                                                       |

-Any value                      -No radio resource     |


                                 available             | 
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Annex A (Informative):
Compatibility with network entities not supporting the PUESBINE Feature

A.1

General

This annex gives information on the interworking between network entities that support the PUESBINE Feature and those that do not. Where this interworking leads to actual requirements on a network entity, then these requirements should be documented in the main body of this TS.

A.2
Inter SGSN relocation 

From an SGSN that does not support the PUESBINE Feature to an SGSN that does support the PUESBINE Feature:
The target RNC will not receive the UESBI-Iu in the Relocation Request message and adopts some generic behaviour. The later arrival of UESBI-Iu at RNC is used by the RNC for any future processing for that UE. 

From an SGSN that does support the PUESBINE Feature to an SGSN that does not support the PUESBINE Feature:

The target RNC does not receive the UESBI-Iu, but, this is reasonable considering that the RNC's "default" SGSN does not support the PUESBINE Feature. GTP error handling should ensure that reception of the IMEISV is ignored by an SGSN that does not support the PUESBINE Feature.

A.3
Inter SGSN Routing Area Update

From an SGSN that does not support the PUESBINE Feature to an SGSN that does support the PUESBINE Feature:

If an SGSN that supports the PUESBINE Feature does not receive the IMEISV from the old SGSN, then the new SGSN shall get the IMEISV from the MS.

From an SGSN that does support the PUESBINE Feature to an SGSN that does not support the PUESBINE Feature:

GTP error handling should ensure that reception of the IMEISV is ignored by an SGSN that does not support the PUESBINE Feature.

A.4
 Iu interface issues

If UESBI-Iu is not received for a UE, then the RNC assumes that the UE has some default capability. This default capability is RNC implementation dependent.

The RNC can assume that a CN that supports the PUESBINE Feature will deliver the UESBI-Iu before the RANAP Security Mode command.

RANAP error handling should ensure that reception of the UESBI-Iu is ignored by an RNC that does not support the PUESBINE Feature.

A.5
Gs issues

If the MSC does not receive the IMEISV in the Gs interface Location Update Request message, then the MSC obtains the IMEISV from the UE at the next Iu-cs/A interface connection establishment.

Gs interface error handling should ensure that reception of the IMEISV in the Gs interface Location Update Request message is ignored by an MSC that does not support the PUESBINE Feature.
A.6
Inter-MSC issues

If the anchor MSC does not pass the UESBI-Iu information to the relay MSC, then the target RNC[/BSS] does not receive the UESBI-Iu information. This is handled as an "Iu interface issue" (see clause A.4).

MAP error handling should ensure that reception of the UESBI-Iu is ignored by  a relay MSC that does not support the PUESBINE Feature.
A.7
RNC - BSS issues

As specified in 3GPP TS 29.010 [16], an  MSC that does not support the PUESBINE feature will map RANAP cause values into the  A interface cause value “no radio resource available”. 

Editor’s note: RAN 3 might need to be consulted. How does a non-PUESBINE  MSC react to the new RANAP code point? Does the MSC’s Iu interface software discard the whole Cause IE and leave the RANAP to BSSMAP interworking function with nothing to process? 

A interface error handling procedures should ensure that reception of the new Cause value is treated in a backwards compatible manner by a BSS that does not support the PUESBINE Feature. 

A.8
A interface issues

With regard to the new Handover Reject Cause value, see clause A.7.

With regard to using the "old BSS to new BSS information" IE to transfer the "don't handover to UMTS flag" between BSSs, then existing A interface error handling procedures should ensure that this flag is ignored by a BSS that does not support the PUESBINE Feature.
[If a BSS supports the PUESBINE Feature and the UESBI-Iu is not received for, then the BSS assumes that the UE has some default capability. This default capability is BSS implementation dependent.]
[If UESBI-Iu is sent across the A interface, then existing A interface error handling procedures should ensure that the UESBI-Iu is ignored by a BSS that does not support the PUESBINE Feature.]
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