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	S2-032498
	Vodafone UK
	Discussion on Support of Location Services in IMS
	
	
	
	
	
	
	
	
	

	
	03
	09.12
	S2-032499
	Vodafone UK
	Discussion on Use of APN-NI for Detection of Session Related Privacy Class
	
	
	
	
	
	
	
	
	

	
	03
	09
	S2-032500
	Vodafone UK
	Controlling compression performed at the SGSN.
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	S2-032527
	Nokia
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	Rel-6
	LCS2
	
	
	

	
	03
	9.12
	S2-032555
	Siemens
	Pseudonym address and emergency identification
	23.271
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	S2-032561
	Cisco
	Static Policy Control
	
	
	
	
	
	
	
	
	

	
	03
	9.2
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	S2-032565
	Ericsson, Lucent, Nokia
	IMS corrections
	23.228
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1. Opening of the meeting  
-- 9:00am on Monday
2. Approval of the agenda

2.1. IPR call reminder 

Reminder to Individuals Members and the persons making the technical proposals about their obligations under their respective Organizational Partners IPR Policy.

3. Allocation of documents to agenda items

4. Meeting reports

5. Incoming Liaison Statements

6. Release 99 and earlier

7. Release 4

8. Release 5

8.1. IMS

8.2. Early UE

8.3. LCS

9. Release 6

9.1. GUP

9.2. IMS Phase 2

9.3. IMS Commonality and Harmonisation

9.4. Presence

9.5. Policy Control Evolution

9.6. Radio Optimisations

9.7. Push Services

9.8. IP-flow-based Bearer Charging

9.9. Policy-based Control of Diffserv

9.10. Network Sharing

9.11. PS and IMS impacts of IMS Emergency calls

9.12. LCS

9.13. Bandwidth and Resource savings and Speech Quality enhancements

9.14. Gq

10. Actions from SA plenary

11. Drafting groups during the week

11.1. MBMS

11.2. WLAN

12. Project planning & management

12.1. New and revised Work Items

12.2. Review of the 3GPP Work Plan

13. Outgoing LSs

14. Revised documents

15. Any other business and postponed issues

- Review of future meetings

16. Closing of the meeting 
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