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<< First changed clause >>
3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:

CAMEL: CAMEL is a network functionality, which provides the mechanisms of Intelligent Network to a mobile user

Call Related: any LCS related operation which is associated with an established call in CS domain and a session via an active PDP context in PS domain.

Codeword: access code, which is used by a Requestor or LCS Client in order to gain acceptance of a location request for a Target UE.  The codeword is part of the privacy information that may be registered by a Target UE user.
Current Location: after a location attempt has successfully delivered a location estimate and its associated time stamp, the location estimate and time stamp is referred to as the "current location" at that point in time

Deferred location request: location request where the location response (responses) is (are) required after a specific event has occurred. The event may or may not occur immediately

Global Positioning System: Global Positioning System (GPS) consists of three functional elements: Space Segment (satellites), User Segment (receivers), and Control Segment (maintenance etc.). The GPS receiver calculates its own position based on the received time differences for several satellites

Immediate location request: location request where a single location response only is required immediately

Initial Location: in the context of an originating emergency call the location estimate and the associated time stamp at the commencement of the call set-up is referred to as "initial location"

Last Known Location: current location estimate and its associated time stamp for Target UE stored in the LCS Server is referred to as the "last known location" and until replaced by a later location estimate and a new time stamp is referred to as the "last known location"

LCS (LoCation Services): LCS is a service concept in system (e.g. GSM or UMTS) standardization. LCS specifies all the necessary network elements and entities, their functionalities, interfaces, as well as communication messages, due to implement the positioning functionality in a cellular network. Note that LCS does not specify any location based (value added) services except locating of emergency calls

LCS Client: software and/or hardware entity that interacts with a LCS Server for the purpose of obtaining location information for one or more Mobile Stations. LCS Clients subscribe to LCS in order to obtain location information. LCS Clients may or may not interact with human users. The LCS Client is responsible for formatting and presenting data and managing the user interface (dialogue). The LCS Client may reside in the Mobile Station (UE)

LCS Client Access barring list: optional list of MSISDNs per LCS Client where the LCS Client is not allowed to locate any MSISDN therein

LCS Client Subscription Profile: collection of subscription attributes of LCS related parameters that have been agreed for a contractual period of time between the LCS client and the service provider

LCS Feature: capability of a PLMN to support LCS Client/server interactions for locating Target UEs

LCS Server: software and/or hardware entity offering LCS capabilities. The LCS Server accepts requests, services requests, and sends back responses to the received requests. The LCS server consists of LCS components, which are distributed to one or more PLMN and/or service provider

Local Information: information related to a given location, or general information, which is made available in a given location 

Local Service: service, which can be exclusively provided in the current serving network by a Value added Service Provider
Location (Based) Application: location application is an application software processing location information or utilizing it in some way. The location information can be input by a user or detected by network or UE. Navigation is one location application example
Location Based Service (LBS): service provided either by teleoperator or a 3rd party service provider that utilizes the available location information of the terminal. Location Application offers the User Interface for the service. LBS is either a pull or a push type of service (see Location Dependent Services and Location Independent Services). In ETSI/GSM documentation of SoLSA, LBS is called "Location Related Service". ETSI and/or 3GPP -wide terminology harmonization is expected here

Location Dependent Service: service provided either by teleoperator or a 3rd party service provider that is available (pull type) or is activated (push type) when the user arrives to a certain area. It doesn't require any subscription in advance, but the push type activation shall be confirmed by the user. The offered service itself can be any kind of service (e.g. a public Xerox machine or the discount list in a store)

Location Estimate: geographic location of an UE and/or a valid Mobile Equipment (ME), expressed in latitude and longitude data. The Location Estimate shall be represented in a well-defined universal format. Translation from this universal format to another geographic location system may be supported, although the details are considered outside the scope of the primitive services

Location Independent Service: service provided either by teleoperator or a 3rd party service provider that is available and therefore can be activated anywhere in the network coverage. It is activated by the user's request or by other user's activated service, and therefore it requires a subscription in advance (pull type). The offered service itself can be any kind of service (e.g. MMS, SWDL, or LBS!)

Mobile Assisted positioning: any mobile centric positioning method (e.g. IPDL-OTDOA, E-OTD, GPS) in which the UE provides position measurements to the network for computation of a location estimate by the network. The network may provide assistance data to the UE to enable position measurements and/or improve measurement performance
Mobile Based positioning: any mobile centric positioning method (e.g. IPDL-OTDOA, E-OTD, GPS) in which the UE performs both position measurements and computation of a location estimate and where assistance data useful or essential to one or both of these functions is provided to the UE by the network. Position methods where an UE performs measurements and location computation without network assistance data are not considered within this category
Mobile Station: mobile station (MS) consists of Mobile or User Equipment (ME or UE) with a valid SIM or USIM attached. The abbreviation "UE" in this specification refers both to MS and User Equipment, see below. 

PLMN Access barring list: optional list of MSISDN per PLMN where any LCS Client is not allowed to locate any MSISDN therein except for certain exceptional cases

Positioning (/location detecting): positioning is a functionality, which detects a geographical location (of e.g. a mobile terminal)

Positioning method (/locating method): method or technical solution, which is used to get an estimate of the target mobile's geographical location. For example positioning methods based on radio cell coverage, GPS or Assisted GPS methods, which are based on the Time-Of-Arrival (TOA) algorithm, and OTDOA or E-OTD methods, which are based on the Time-Difference-Of-Arrival (TDOA) algorithm. The positioning methods are further described in UTRAN Stage 2, TS 25.305 [1] and GERAN Stage 2, TS 43.059 [16].
Predefined area: geographical area, which is not related to cell or radio coverage. The mobile may take special action when it recognises it has entered or left a predefined area

Privacy Class: list of LCS Clients defined within a privacy exception class to which permission may be granted to locate the target UE. The permission shall be granted either on activation by the target UE or permanently for a contractual period of time agreed between the target UE and the service provider

Privacy Exception List: list consisting of various types of privacy classes (i.e. operator related, personal etc.). Certain types of classes may require agreement between the service provider and the target UE

Privacy Profile Register, PPR: The PPR stores privacy information of the target mobile. The PPR also executes privacy checks and sends the privacy check results to other network elements using the Lpp interface. PPR may be a standalone network entity or the PPR functionality may be integrated in H-GMLC.

Prohibited area: area where the mobile must not activate its transmitter. The Prohibited area may be a Predefined area described above or related to radio cell(s)

Pseudo-external identity: The pseudo-external identity is not the identity of real external LCS client but the identity, which is used for notifying the result of the enhanced privacy check. The pseudo-external identity shall keep the compatibility with pre Rel-6 privacy mechanisms, which does not understand privacy check result made by H-GMLC/PPR. Each operator defines its own the pseudo-external identities. 
Pseudonym: A fictitious identity, which may be used to conceal the true identity (i.e. MSISDN and IMSI) of a target UE from the requestor and the LCS client.

Pseudonym mediation device: functionality that verifies pseudonyms to verinyms 

Request id: identity which is used to identify the correspondence of a location request to multiple responses when the Response method is ASYNC. Each receiving GMLC (R-GMLC or V-GMLC or H-GMLC) allocates and maintains the Request id to identify each ASYNC location request, and includes it in the responses to the source entity of the location request (i.e. LCS client or GMLC).
Requestor: the originating entity which has requested the location of the target UE from the LCS client. 

Requestor Identity: This identifier is identifying the Requestor and can be e.g. MSISDN or logical name. 

Response method: method how a GMLC, which receives a location request message from another entity (i.e. LCS client or GMLC), responds to the location request. There are two methods, synchronous (SYNC) and asynchronous (ASYNC). When the requesting entity wishes multiple responses (either about one or several target UE’s location) to a single location request the procedure is ASYNC and when the requesting entity wishes a single response the procedure is SYNC. The source entity of the location request (i.e. LCS client or GMLC) can choose a preferred method and informs the method to the receiving GMLC. However, the selection of the method used is made by the receiving GMLC and when the ASYNC method is selected the Request id is notified to the source entity. The receiving GMLC can turn a SYNC request into an ASYNC procedure, e.g. in an overload situation, and the source entity (i.e. LCS client or GMLC) should be able to receive multiple responses even though the request was SYNC. 
Service coverage: a list of country codes where an LCS client offers its location services.
Service Type: attribute of specific location based service provided by the LCS client, as defined in TS 22.071.
Subscription Profile: profile detailing the subscription to various types of privacy classes

Target area: geographical area which is used for change of area type deferred location request. The target area is defined by LCS client and is expressed as geographical area using a shape defined in TS 23.032, as a geographical area using local coordinate system, as a country code, as a PLMN identity or as a geopolitical name of the area (e.g. London).

Target UE: UE being positioned

User Equipment: term 'User Equipment', or 'UE', should for GSM be interpreted as 'MS', as defined in GSM TS 04.02 [19]. UE in this specification may also refer to a Mobile Equipment or User Equipment used for emergency calls, that do not have valid SIM or USIM

Verinym: True identity, i.e. MSISDN or IMSI, of the target UE
Further UMTS related definitions are given in 3G TS 22.101.

5.5
Information Flows between Client and Server

Other types of national specific information flows may be supported in addition to the information flow specified here.

Any of the information flows here indicated may not be externally realized if the information does not flow over an open interface. On the other hand, if a flow goes over an open interface, it shall abide to a well-defined protocol, e.g. LIF TS 101 [31], Location Inter-Operability Forum 2001.

5.5.1
Location Service Request

Via the Location Service Request, the LCS client communicates with the LCS server to request for the location information of one or more than one UE within a specified quality of service. There exist two types of location service requests:

-
Location Immediate Request (LIR); and

-
Location Deferred Request (LDR).

The attributes for the information exchange between the LCS Client and the LCS Server have been standardized by LIF based on requirements set by TS 22.071 and TS 23.271.

The following attributes are identified for Location Service Request information flow:

-
Target UE identity (either verinym or pseudonym);

-
LCS Client identity;

· Service identity, if needed;
·  Response method (SYNC or ASYNC), if needed;
· Codeword, if needed;

· Requestor identity, if needed (and type of Requestor identity if available);

· Number dialled by the target mobile user or APN-NI, if the request is call or session related ;

· Type of Event definition, i.e. UE available or change of area, applicable to deferred location requests only;

-
Definitions for change of area type deferred location requests. Following parameters may be defined, if needed;
a)
Indication for event trigger, i.e. UE enters, leaves or is within requested target area;
b)
Indication of either a single event report or multiple event reports;

c)
Start time, stop time and minimum interval time between area event reports, if multiple event reports is requested;  

· Start time, stop time and interval, applicable to periodical requests only;

· Requested Quality of Service information, if needed;

· Requested type of location, i.e. current location or last known location applicable to LIR only (current location is only available for LDR);

· Priority, if needed;

· Service coverage (i.e. country codes), if needed;
· Requested maximum age of location, if needed;

-
Local coordinate reference system, if needed;

-
Target area, i.e. geographical area expressed as one of the following format, if needed. 

a)
a shape defined in TS 23.032
b)
local coordinate system

c)
country code

d)
PLMN identity

e)
geopolitical name of the area (e.g. London)

Some of the information may be stored in GMLC and the LCS client does not need to include such information in the location service request.

5.5.2
Location Service Response

The LCS server (GMLC) sends the Location Service Response to the LCS client either as an:

-
Immediate Response; or a 

-
Deferred Response, these deferred responses can be either single or periodic.

The following attributes are identified for the Location Service Response information flow:

· Location indication of UE in geographical coordinates expressed as a shape as defined in TS 23.032 or local coordinate system;

· The information about the positioning method used to obtain the location estimate of the UE, if it is available at the LCS server and if needed;
· Time stamp of location estimate;
· Indication when UE enters, is within or leaves the Geographical area, if needed;

· Acknowledgement for a deferred location request, if needed;
 -      Request id, if needed.
In addition the information attributes of the location service request may be used also in the location service response.
<< Next changed clause >>
5.6
Information Flows between LCS Servers

Other types of national specific information flows may be supported in addition to the information flow specified here.

Any of the information flows here indicated may not be externally realized if the information does not flow over an open interface. On the other hand, if a flow goes over an open interface, it shall abide to a well-defined protocol, which will be further specified in other relevant specifications. 

When the LCS server’s associated GMLC uses the Lr interface then this interface shall conform to the protocol as specified in (reference to be added) and the procedures defined in clause 9 of the current specification.

5.6.1
Location Service Request
5.6.1
Location Service Request

Via the Location Service Request, the source LCS server communicates with the destination LCS server to request for the location information of one UE within a specified quality of service. There exist two types of location service requests:

-
Location Immediate Request (LIR); and

-
Location Deferred Request (LDR).

The following attributes are identified for Location Service Request information flow:

-
Target UE identity, (either one or both of MSISDN and IMSI, or pseudonym);

-
LCS Client identity, i.e. LCS client external identity or internal identity;

-
LCS Client type, (i.e. Value added, Emergency, PLMN operator or Lawful interception);

-
LCS Client name, if needed (and type of LCS client name if available);

· Service type, if needed;
· Response method (SYNC or ASYNC), if needed;

· Codeword, if needed;

· Requestor identity, if needed (and type of Requestor identity if available);

· Number dialled by the target mobile user or APN-NI, if the request is call or session related ;

· Type of Event definition, i.e. UE available or change of area, applicable to deferred location requests only;

· Definitions for change of area type deferred location requests. Following parameters may be defined, if needed;
a)
Indication for event trigger, i.e. UE enters, leaves or is within requested target area;

b)
Indication of either a single event report or multiple event reports;
c)
Minimum interval time between area event reports;  

· Requested Quality of Service information, if needed;

· Requested type of location, i.e. “current location”, “current or last known location” or “initial location” applicable to LIR only (current location is only available for LDR); 

· Priority, if needed;

· Requested maximum age of location, if needed;

· Privacy override indicator, if needed;
-
Service coverage (i.e. country codes), if needed;
· Indicator of privacy check related actions, if needed;

· Supported GAD shapes, if needed;
· Identity of the source LCS server of the Location Service Request, i.e. R-GMLC address;
· HPLMN LCS server address, i.e. H-GMLC address, if needed;  

· VPLMN LCS server address, i.e. V-GMLC address, if needed; 

· Network address of Privacy Profile Register, if needed; 

· Network numbers of serving nodes; 
· LCS capability sets of serving nodes, if needed.
-
Target area, i.e. geographical area expressed as one of the following format, if needed. 

a)
a shape defined in TS 23.032
b)
country code

c)
PLMN identity

· LDR reference number, if needed.
5.6.2
Location Service Response

The Location Service Response is sent to the source LCS server as the result of the Location Service Request by the destination LCS Server:
-
Immediate Response; or a 

-
Deferred Response, these deferred responses can be either single or periodic.

The following attributes are identified for the Location Service Response information flow:

· Location indication of UE in geographical coordinates expressed as a shape as defined in TS 23.032;

· Indication when UE enters, is within or leaves the geographical area, if needed;

· The information about the positioning method used to obtain the location estimate of the UE, if it is available at the LCS server and needed;
· Age of location estimate;
· Acknowledgement for a deferred location request, if needed;
· Request id, if needed
In addition the information attributes of the location service request may be used also in the location service response.
< End of changed clause >>
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