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1. Introduction

One of the missing parts of the current TS is a section for WLAN UE’s IP address allocation. So, this contribution suggests adding the following text in the TS.
2. Proposed text change
******************* First amended section *******************
5.10 IP address allocation for the WLAN UE
In Scenario 2, a WLAN UE needs to use its local IP address only. In Scenario 3, a WLAN UE shall use two IP address; its local IP address and remote IP address.
A WLAN UE’s local IP address identifies the WLAN UE in the WLAN AN. It can be assigned by a WLAN or by a PLMN (a VPLMN in roaming case and a HPLMN in non-roaming case). For the WLAN-assigned local IP address, which belongs to the address space of WLAN AN, there is no additional requirement on the WLAN. For the PLMN-assigned local IP address, which belongs to the address space of the PLMN, a site-to-site tunnel for a virtual LAN (VLAN) is required between the WLAN and the PLMN.
In scenario3, A WLAN UE’s remote IP address identifies the WLAN UE in the network that the UE is accessing for the 3G PS service. It shall be used for the inner packet of the UE-initiated tunnel. It can be assigned by HPLMN, VPLMN or an external IP network. The only case where VPLMN assigns the remote IP address for the WLAN UE is when the UE-initiated tunnel terminates at the VPLMN’s PDG. When the WLAN UE’s remote IP address is allocated by the external IP network, the PDG is required to have a link with an address allocation server, such as AAA or DHCP, belonging to the external IP network..
