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1.
Introduction

Radius/Diameter based WLAN access authentication, authorization and accounting are implemented at all of the scenarios except scenario 1 defined by WLAN-3GPP interworking architecture reference model, so RADIUS/Diameter conversion will occur at all of the scenarios except scenario 1 instead of scenario 3 only when the Wr and Ws or Wb and Wc interfaces do not use the same protocol.
2.
Proposal

The following text modification is proposed for the section of 6.2.2  of the TS:
________________________________________________________________________________________________

6.2.2  3GPP AAA Proxy

· The 3GPP AAA Proxy  represents a Diameter proxying and filtering function that  resides in the Visited 3GPP Network.  The 3GPP AAA Proxy functions include:

· Relaying the AAA information between WLAN and the 3GPP AAA Server. 

· Enforcing policies derived from roaming agreements between 3GPP operators and between WLAN operator and 3GPP operator

· Reporting charging/accounting information to local CCF/CGw for roaming users

· Service termination (O&M initiated termination from visited network operator)
· RADIUS/Diameter conversion when the Wr and Ws or Wb and Wc interfaces do not use the same protocol

For Scenario 3 only:

· Receiving authorization information related to subscriber requests for services in the Home or Visited network

· Authorization of access to Visited network services according to local policy 

· 
The 3GPP AAA Proxy functionality can reside in a separate physical network node, it may reside in the 3GPP AAA Server or any other physical network node. 
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