Page 1



3GPP TSG-SA2 Meeting #34 
Tdoc (
S2-032976

Brussels, Belgium, 18-22 August 2003

CR-Form-v7

CHANGE REQUEST



(

23.271
CR
200
(

rev
-
(

Current version:
6.4.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

UICC apps(


ME

Radio Access Network

Core Network
X



Title:
(

Addition of Missing Indicator of Privacy Action as a Result of a Privacy Check




Source:
(

Vodafone UK




Work item code:
(

LCS2

Date: (

30/07/2003







Category:
(

F

Release: (

Rel-6


Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)




Reason for change:
(

There are already well defined actions to be taken as a result of a privacy. With the introduction of the PPR, the privacy check is performed by the PPR, but it is the job of the H-GMLC and serving node (SGSN or MSC) to enforce the action as a result of the privacy check. One of the defined actions is “Positioning Not Allowed”. This means that the location request should not be allowed to progress possibly if certain conditions aren’t met (i.e. call/session related status). Currently there is no means to inform the H-GMLC of the action “Positioning Not Allowed”




Summary of change:
(

Addition of the indication “Positioning Not Allowed” to the list of values of Indication of Privacy Action within the LCS Authorisation Response message on the Lpp interface.
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not approved:
It will not be possible to bar location requests based on the information supplied as required by the privacy settings determined by a user.
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This CR will affect OMA Lpp interface protocol work.
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7.4.2
LCS Authorisation Response

The LCS Authorisation Response is sent by the PPR to the H-GMLC as the result for the LCS Authorisation Request. 

The following attributes are identified for the LCS Authorisation Response information flow:

-
Indicator of privacy check related actions;

-
positioning not allowed;

-
positioning allowed without notifying the UE user;

-
positioning allowed with notification to the UE user;

-
positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user or if there is no response to the notification;

-
positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user.

-
Indicator for call/session related class of privacy check related actions, if needed;

-
positioning not allowed;

-
positioning allowed without notifying the UE user;

-
positioning allowed with notification to the UE user;

-
positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user or if there is no response to the notification;

-
positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user.

-
Pseudo external ID, if needed (see Annex C);

-
Indicator on additional privacy check with location estimate, if needed;
-
Same information as in the LCS Identity Response, in case the PMD is integrated in PPR, if needed.
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