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1. Introduction

To make the concept and procedure of network selection clear, the name of roaming NAI is introduced for the roaming case when VPLMN is involved in 3GPP WLAN access.
2. Proposal
It is proposed to include the following changes in the TS.
1. Create a new section in section 5.3 (i.e. 5.3.3) for roaming NAI, and move the new NAI construction principles from 5.4.3.2 to the section 5.3.
2. Revise current principle for roaming NAI.

--------------------------Begin of first change------------------------------

5.4.3.2
Network Selection

The WLAN UE shall provide an initial NAI, constructed according to Section 5.3.2 indicating the UE’s Home Network, in response to the EAP-Request/Identity. If the WLAN AN recognizes the realm of the initial NAI (i.e. has a direct roaming relationship with the UE’s Home operator), then no special processing for network advertisement/selection is needed. 

If the WLAN AN has no direct roaming relationship with the initial realm, the WLAN AN shall deliver the network advertisement information to the UE.  The UE processes this information according to its internal roaming preference policies or prompts the user to select a VPLMN preference.  It uses the result to determine how to construct a new NAI indicating the selected VPLMN, according to Section 5.3.



After the network advertisement information is delivered, the UE attempts to authenticate with the new NAI determined in the prior step.

The WLAN AN shall use the NAI to route the EAP traffic to the appropriate VPLMN AAA Proxy.

--------------------------Begin of second change
------------------------------
5.3.3
Roaming NAI 

A roaming NAI is constructed when the WLAN UE decide to authenticate through a VPLMN, it shall indicate in the NAI both the user’s HPLMN and the chosen VPLMN, based on their  MCC and MNC. 
The realm portion of the roaming NAI shall be constructed according to Section 5.3.2 based on the chosen Visited Network MCC and MNC. The information about the Home Network shall be inserted in the username part of the new NAI.

The detail construction of the username part of the roaming NAI is for stage 3 study.

































































































�【New section for ROAMING NAI】








