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	01
	05
	S2-032325


	N5-030286
	LS on User Data Management architecture requirements
	
	
	
	
	
	
	CN5 asks SA2 to take note that CN5 cannot work on the requirement for User Data Management until SA2 provide guidance on the architectural impacts of this new feature plus the relevant updates to 23.127.  CN5 encourage SA2 to make progress on this issue.
	Postponed from the last meeting
	

	
	01
	05
	S2-032344

	TP-030150
	LS on the addition of MMS support by the USIM Application Toolkit
	
	
	
	
	
	
	SA2 is kindly asked to review the overall impact on system architecture and consider alternative, more optimum bearers, solutions to provide a link to the USAT.
	Postponed from the last meeting
	

	
	01
	09.11
	S2-032569


	Ericsson
	Emergency session for IMS
	
	
	
	
	
	
	Ericsson proposes that special APN option is selected for emergency access over GPRS.
	Postponed from the last meeting
	Withdrawn before the meeting

	
	01
	09
	S2-032574


	ALCATEL
	New procedure for dual CN connection
	
	
	
	
	
	
	This new functionality improves the dual transfer service for end users having dual mode GSM/UMTS mobiles. Modifications are needed in the specifications 23.060 and 44.018 in GERAN. It is proposed to introduce them within the scope of Rel-6.

If the proposal is agreed in SA2, there is an attached CR for the modifications in 23.060.

A draft LS should be sent to GERAN in order to request them to implement the necessary modifications in 44.018 and 44.060.
	Postponed from the last meeting
	

	
	01
	09
	S2-032575


	ALCATEL
	New procedure for dual CN connection
	23.060
	453
	B
	6.1.0
	Rel-6
	TEI6
	This CR introduces a new procedure to allow a dual mode MS without Class A or DTM mode operation, to request a dual CN connection in 2G network, so as to allow the 2G network, if possible, to trigger a handover or cell reselection to UTRAN.
	Postponed from the last meeting
	

	
	01
	09
	S2-032576


	ALCATEL
	Usage of Allocation/Retention Priority in the BSS
	23.060
	450r1
	B
	6.1.0
	Rel-6
	TEI6
	The Allocation / Retention Priority is added as an optional IE to the Create BSS PFC Request. Inclusion of this IE allows the BSS to perform packet flow admission control based on Priority, Pre-emption Capability, Pre-emption Vulnerability and Queuing Allowed fields.
	Postponed from the last meeting
	

	
	01
	09.11
	S2-032596


	Ericsson
	IMS Emergency, GGSN implications
	
	
	
	
	
	
	In the current text in TR 23.867 the requirements on GGSN in the establishment of an IMS emergency session are not properly described and leave several questions on what are the interactions between IMS, GGSN and the Emergency Centre. The main unsolved issues are how GGSN is connected to the Emergency Centre and also at which point in time the connection is established. It is also unclear whether the link 
between GGSN and EC is triggered by GGSN itself or whether the setup of this link is triggered by the IMS system?
	Postponed from the last meeting
	Withdrawn before the meeting
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	09.12
	S2-032644
	Nokia
	Positioning of CS emergency service calls
	23.271
	187r1
	B
	6.4.0
	Rel6
	LCS2
	
	Postponed from the last meeting
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1. Opening of the meeting  
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2. Approval of the agenda

2.1. IPR call reminder 

Reminder to Individuals Members and the persons making the technical proposals about their obligations under their respective Organizational Partners IPR Policy.

3. Allocation of documents to agenda items

4. Meeting reports

4.1. CR Packages from SA2#33

5. Incoming Liaison Statements

6. Release 99 and earlier

7. Release 4

8. Release 5
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8.2. Early UE
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9.5. Policy Control Evolution
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9.7. Push Services

9.8. IP-flow-based Bearer Charging

9.9. Policy-based Control of Diffserv

9.10. Network Sharing

9.11. PS and IMS impacts of IMS Emergency calls

9.12. LCS

9.13. BARS (Bandwidth and Resource savings and Speech Quality enhancements)

9.14. Gq
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12.2. Review of the 3GPP Work Plan

13. Outgoing LSs

14. Revised documents

15. Any other business and postponed issues

- Review of future meetings
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 --at the latest 16:00 on Friday 
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�PAGE \# "'Page: '#'�'"  �� What do you mean by link? Do you refer to the connection like an ATM PVC or an IPsec tunnel? Because I would imagine those ones are established by O&M in a static manner.


Thommy: Maybe I’m more thinking on the bearer for a particular subscriber, if that make sense? I agree that the link itself probably could be set up by O&M in advance, but I guess there is a need for something more on top of the link which refers to the subscriber?


The reason for bringing it up was mainly due to the e-mail discussion between you and Lucent after last SA2 where Lucent stated the option that the bearer could be established at the time of GGSN selection.
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