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***************      Start of change ************************

17.7.1
Mobile Service data type

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version8 (8)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


-- location registration types


UpdateLocationArg,


UpdateLocationRes,


CancelLocationArg,


CancelLocationRes, 


PurgeMS-Arg, 


PurgeMS-Res,


SendIdentificationArg,


SendIdentificationRes, 


UpdateGprsLocationArg,


UpdateGprsLocationRes,


IST-SupportIndicator, 


SupportedLCS-CapabilitySets,

*************************      skip  ********************

*************************      skip  ********************

*************************      skip  ********************

PDP-Type ::= OCTET STRING (SIZE (2))


-- Octets are coded according to TS 3GPP TS 29.060 [105]
PDP-Address ::= OCTET STRING (SIZE (1..16))


-- Octets are coded according to TS 3GPP TS 29.060 [105]


-- The possible size values are:


-- 1-7 octets  X.25 address type


--  4  octets  IPv4 address type


-- 16  octets  Ipv6 address type
QoS-Subscribed ::= OCTET STRING (SIZE (3))


-- Octets are coded according to TS 3GPP TS 24.008 [35] Quality of Service Octets 


-- 3-5.

Ext-QoS-Subscribed ::= OCTET STRING (SIZE (1..12))


-- OCTET 1: 


--  Allocation/Retention Priority (This octet encodes each priority level defined in


--     23.107 as the binary value of the priority level, declaration in 29.060)


-- Octets 2-12 are coded according to 3GPP TS 24.008[35] Quality of Service Octets 


-- 6-16.

ChargingCharacteristics ::= OCTET STRING (SIZE (2))


-- Octets are coded according to 3GPP TS 32.015.

LSAOnlyAccessIndicator ::= ENUMERATED {


accessOutsideLSAsAllowed  (0),


accessOutsideLSAsRestricted (1)}

LSADataList ::= SEQUENCE SIZE (1..maxNumOfLSAs) OF





LSAData

maxNumOfLSAs  INTEGER ::= 20

******************      End of change ************************
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