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Introduction

Section 5.3.3 (NAI Realm Name) contains detailed information on the form and derivation of the NAI Realm Name. We feel that the level of detail shown in the text is more appropriate for a Stage 3 document. CN1 s now looking at the NAI format and we anticipate that the information in 5.3.3 will shortly be documented in a Stage 3 document.

To avoid updates being made to 5.3.3 while the Stage 3 work goes forward we suggest adding an editor’s note to indicate that this text will be removed.

Proposed updates to the TS

5.3.3
NAI Realm Name

The NAI realm name shall be in the form of an Internet domain name as specified in RFC 1035.

On EAP-SIM and EAP-AKA full authentication, the WLAN UE shall by default derive the NAI realm from a PLMN_ID as described in the following steps:

· 1.
To retrieve the PLMN ID from the IMSI take the first 5 or 6 digits, depending on whether a 2 or 3 digit MNC is used (see 3GPP TS 31.102 [9]) and separate them into MCC and MNC with "."; and

· 2.
Reverse the order of the MCC and MNC. Append to the result: "WLAN.3gppnetwork.org" 

An example of a home network domain name is:

EXAMPLE:
IMSI in use: 234150999999999, Where:

· MCC: 234;

· MNC: 15;

· MSIN: 0999999999; and

· Home domain name: 15.234.WLAN.3gppnetwork.org.

Note: Other mechanisms to retrieve a realm e.g. by having a realm configured in a R6 USIM are FFS.

Editor’s Note: The steps and example described above will be removed once they have been documented in the appropriate Stage 3 specification.
































































































