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Introduction

Currently the Reference Model diagrams in section 6.1 show the Wr and Wb reference points on one line and the Ws and Wc reference points on one line. These reference points perform different functions (Wr and Ws are authentication , Wb and Wc are charging) we feel that it is particularly important that they are clearly shown as separate.

Proposed updates for the TS

6.1.1 Non Roaming WLAN Inter-working Reference Model




Figure 6.1 Non Roaming Reference Model. The shaded area refers to scenario 3 functionality

6.1.2 
Roaming WLAN Inter-working Reference Model

The home network is responsible for access control. Charging records can be generated in the visited and/or the home 3GPP networks.  The Wx and Wo interfaces are intra-operator. The home 3GPP network interfaces to other 3GPP networks via the inter-operator Ws and Wc interfaces.

The 3GPP AAA proxy relays access control signalling and accounting information to the home 3GPP AAA Server using the Ws and Wc interfaces.     

It can also issue charging records to the visited network CGw/CCF when required. The 3GPP network interfaces to WLAN Access Networks via the Wr and Wb interfaces.
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Figure 6.2a.  Roaming Reference Model- 3GPP PS based services provided via the 3GPP Home Network (the shaded area refers to scenario 3 functionality)
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Figure 6.2b.  Roaming Reference Model- 3GPP PS based services provided via the 3GPP Visited Network (the shaded area refers to scenario 3 functionality)

Conclusion

































































































_1122964994.vsd

_1128167962.vsd

_1128168511.vsd

_1122965286.vsd

_1122964724.vsd

