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1.
Introduction

This paper proposes roaming text for PS domain in Section 6; and also proposes text for the charging and roaming sections for IMS domain in section 7 based on the proposed version of TR 23.877 (v0.1.1) in S2-034141.

2.
Proposed Texts in Sections 6 and 7

2.1
Proposed Roaming Section for PS Domain in Section 6

6.3
Roaming

The use of a GGSN in the HPLMN permits out bound roamers to use their HPLMN services without modification. 
2.2
Proposed Charging and Roaming Sections for IMS Domain in Section 7

7.3
Charging
In IMS domain, the ASR Server is always connected to S-CSCF for person-to-machine call and may be directly connected to B party via S-CSCF [See TR 23.877 v0.1.1 Fig.3], i.e. the session is established when a UE sends Invite to S-CSCF and the S-CSCF sends Invite to ASR platform for person-to-machine call and person-to-person call via ASR platform.  

Therefore, S-CSCF and/or ASR server should generate CDRs, which allows a person-to-machine, or person-to-person call via ASR server to be charged either by event, or duration or volume, etc.

Treating the ASR server as a IMS Application Server allows existing IMS charging mechanisms to be re-used.

7.4
Roaming - Support of Roaming Users

The IMS architecture is based on the principle that the S-CSCF is located in the Home network.  There are two possible scenarios to provide speech-enabled-services: Scenario a - the ASR platform in HPLMN [See Fig.5]; Scenario b - the ASR platform in VPLMN or third party [See Fig.6].
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Fig 5. ASR Platform in HPLMN
In Fig.6, the external ASR platform entity could be located in either the visited network or in the 3rd party platform. The roles that the CSCF plays are described: a) The P-CSCF shall enable the session control to be passed to the S-CSCF. b) The S-CSCF is located in the home network. The S-CSCF shall invoke service logic. A P-CSCF shall be supported in both roaming and non-roaming case, even when the S-CSCF is located in the same IM CN Subsystem.
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Fig 6. ASR Platform in VPLMN or 3rd Party

Neither of these scenarios appears to require any changes to the IMS standards.

3. 
Conclusion

We would like the proposed text in Section 2 to get agreed and the actual texts can be put into current TR 23.877.
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