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1. Introduction

This is a revised version of TDOC S2-034197. 
2. Proposed changes of the TS

We propose the following text changes to be included in the TS23.234.
******************* Amended section *******************

3.1
Definitions

3GPP - WLAN Interworking: Used generically to refer to interworking between the 3GPP system and the WLAN family of standards. Annex B includes examples of WLAN Radio Network Technologies.

Environment: The type of area to be covered by the WLAN network of a 3GPP - WLAN interworking; e.g. public, corporate and residential.
External IP Network/External Packet Data Network: An IP network to which access may be provided through the 3GPP system, rather than directly from the WLAN AN. For example, the Internet, an operator’s IP network or a 3rd party IP network such as a corporate IP network.

Home WLAN: The WLAN that is interworking with the HPLMN of the 3GPP - WLAN interworking user.

Interworking WLAN :  WLAN that interworks with a 3GPP system. 
Offline charging: Offline charging mechanism is provided for collecting and forwarding charging information about occurred WLAN access resource and core network resource usage, etc without affecting the service rendered in real-time. 
Online charging: Online charging mechanism is provided where the service rendered is affected in real-time and is required for a direct interaction with session/service control. This allows an online charged subscriber to access WLAN.  

PS based services: In WLAN interworking, PS based service is a general term to refer to the services provided by a PLMN using IP bearer capability between WLAN UEs and the PLMN in scenario 3 and upwards. They include all services provided by 3G PS domain that use the IP bearer service, (e.g., IMS, Internet access, Corporate IP network access), and other services that use certain cellular-technology specific features (e.g., SMS and LCS).
Requested W-APN: The W-APN requested by the user

































































































