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4.2
Reference Architecture Model
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Note:
dotted lines means functions / reference points that are FFS. Gp applies only when SGSN and GGSN are in different PLMN
Figure 1: Reference architecture to support MBMS

*****************************************Next modified section ***************************************************
5.7
Optional Functional Element

NOTE:
The following are FFS.
5.7.1
Void

5.7.2
CBC

The Cell Broadcast Centre (CBC) may be used to announce MBMS user services to the users.
5.7.3
OSA-SCS

The BM-SC might use OSA-SCS to interact with third parties.
*********************************** next modified section **************************************
10
Charging requirement
10.1
General

MBMS architecture shall support on-line and off-line charging.

It shall be possible to collect charging information for the multicast mode. It shall also be possible to collect charging information for MBMS services in visited networks.

MBMS shall collect charging information about the transmission of MBMS broadcast or multicast data that are provided by content or service providers (e.g. 3rd parties). This shall enable billing of broadcast and multicast content or service providers.

To enable billing of broadcast and multicast content providers, data shall be collected at the BM-SC.
NOTE:
SGSN, GGSN and BM-SC generate charging data for the transmitted data, always under the assumption that the UEs are within the MBMS service area. If the MBMS service area is less than the PLMN, then there is the possibility that a UE will have moved outside the MBMS service area. Charging data will still be generated for that UE causing an inaccuracy in the data. This inaccuracy increases as the size of the MBMS service area is decreased.

10.2
Bearer level charging for MBMS
To provide bearer level charging for MBMS, mechanisms and functional elements described in TS 23.125 [x] are used. In case the BM-SC intends to provide input for bearer level charging, it acts as an Application Function (AF) from the perspective of the flow-based bearer charging architecture (see TS 23.125).
NOTE-i: It is expected that bearer level charging is used to zero-rate MBMS traffic.
NOTE-ii: It is expected that the flow filters for MBMS are statically configured in the TPF, hence BM-SC input is not required for bearer level charging.
10.3
Application level charging for MBMS
The architecture for providing application level charging for MBMS is FFS.
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