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1. Overall Description:

SA1 thanks CN1 for their LS on WLAN Manual Network Selection (N1-040735) 

SA1 has considered the issues and the following specific questions which CN1 asked in their liaison:

· Is manual network selection based on SSID required and to be standardized in release 6?

· What information is to be collected and presented to a user for manual network selection for WLAN?

SA1 would like to more clearly define the network selection for WLAN. 

Manual selection: From TS 22.234 v6.0.0, we wish to emphasis that the selection of the I-WLAN for access to 3GPP services is to be made on the basis of the preferences of PLMN. The WLAN network identifier (SSID) does not, in itself, convey definitive information. Further, the I-WLAN preference (for a given SSID) may change from one country to another.

Therefore, the user should be presented with a list in priority order, of the PLMNs that are available from the I‑WLANs that the UE has identified as available.

Is manual network selection – to be standardized in release 6: The connection from the UE to the WLAN should be standardized by the Standards Defining Organization which promulgated the particular WLAN standard, and not by 3GPP. The connection from the UE to the WLAN is then used to register the UE with the HPLMN or another PLMN for 3GPP services as defined within the 3GPP specifications. 

Note that the WLAN network may not be a 3GPP operator controlled WLAN, and therefore would not necessarily conform to or follow anything in 3GPP specifications.

SA1 also notes that SA2 has specifically called out IEEE WLAN specifications, and this is an appropriate architectural decision.

SA1 believe that manual network selection based on SSID should not be the subject of 3GPP standardization.

Information presented to user: The list presented to the user for Manual selection shall only identify the PLMNs, and shall identify the order of priority of the PLMNs.

2. Actions:

To CN1 and SA2 group.

ACTION: 
SA1 kindly requests CN1 and SA2 to ensure that manual selection of WLAN presents a list of available PLMNs. 


When a PLMN is a preferred carrier in the country that the UE is operating in, the list should indicate that it is a preferred PLMN.


In the case where a specific PLMN is available via separate I-WLANs with different SSIDs it may be useful to additionally display the SSID.
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