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1. Overall Description:

SA2 thanks SA1 for sending the LS on WLAN Manual Network Selection (S1-040425). 
SA1 agrees with SA1 that PLMN ID shall be provided to the user during manual network selection. However some issues were recognized as follows.
SA2 is working on providing access to different networks in scenario 2 (e.g. the Internet and a cooperate network) based on the TS 22.234 section 5.1.7.1, which states that “3GPP based access control and charging. The user shall be able to access general internet services and/or corporate intranets.” 
Regarding the answers in reply LS from SA1, SA2 found issues

· In order that a user selects a network to access through 3GPP authentication in scenario 2, the user needs to be provided with information of the network together with PLMN information.
· Only providing PLMN ID during manual selection may not sufficient.

· The means of selecting a network in IEEE802.11 WLAN is SSID. So in manual selection mode for IEEE802.11 I-WLAN, both PLMN ID and SSID are necessary to enable a user to select the network to access.

So SA2 found that there are two conflicting requirements which are difficult to be fulfilled simultaneously. 

2. Actions:
To SA1
ACTION: 
SA2 kindly asks SA1 to consider the issues listed above and answer with clarification.

3. Date of Next TSG-SA1 Meetings:

SA2#41
16 Aug - 20 Aug 2004   
Montreal, CA

SA2#42
11 Oct – 15 Oct 2004
Sophie Antipolis, France

