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*******************New Text For the TS*****************
7.X The WLAN UE initiated WLAN AN Access disconnection 

The WLAN UE may disconnect the from WLAN AN by: 

-
initiating a disconnection of the WLAN radio connection;

-
initiating a disconnection of the WLAN IP connectivity.
Disconnection of the WLAN radio connection 
Upon receiving a WLAN radio disconnection request (e.g., Disassociation in case of IEEE802.11 WLAN AN) from the WLAN UE with the WLAN access connection, the WLAN AN should perform the “disconnecting a subscriber by WLAN AN” (section 7.5) during or after the WLAN radio disconnection, with or without confirm message to the WLAN UE.

Disconnection of the WLAN IP connectivity
The UE initiated disconnection of the WLAN IP connectivity is usually performed before the disconnection of the WLAN radio connection and after the disconnection of the 3GPP PS access tunnels. However the WLAN UE may initiate a WLAN IP connectivity disconnection before the 3GPP PS access tunnels are disconnected. This will trigger the tunnel disconnection procedure specified in section 7.10.2.

If the WLAN UE initiates a disconnection of the WLAN IP connectivity:

1. The WLAN UE may initiate a disassociation after the disconnection procedure.

2. The WLAN AN stops the connection under ther request of the WLAN UE, e.g. close the opened port to the WLAN UE. 

3. The WLAN AN should perform the “disconnecting a subscriber by WLAN AN” during or after the disconnection of WLAN access connection.
The WLAN AN should initiate an authentication or a disconnection of WLAN radio connection with this WLAN UE, if the WLAN UE keeps the WLAN radio connection without subsequent indication or requests in a certain period of time.

The 3GPP PS Access tunnel disconnection
The UE initiated tunnel disconnection is usually performed before the disconnection of WLAN IP connectivity and the disconnection of the WLAN radio connection. However, the WLAN UE may directly initiate a disconnection of the WLAN radio connection as a fast disconnection option when tunnel connections with PDG exist. This will trigger the tunnel disconnection procedure specified in section 7.10.2.
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