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1. Overall Description:

CN3 has started work on the Rx interface for FBC and would kindly like to seek guidance from SA2 on several issues that CN3 regards as important to progress this work:
1. Does an application function require the capability to address a CRF or PDF selectively, or is it irrelevant for the AF whether the network provides FBC or SBLP functionality?
2. Does the Rel-6 architecture allow a combined CRF/PDF controlled over a combined Gq/Rx interface?
3. How does the CRF bind a Gx session between TPF and CRF and an Rx session between AF and CRF? Which mechanism(s) apply in the GPRS case and the non-GPRS case?
4. Does the CRF require the capability to correlate flows described in Rx session description with the PDP contexts used to transport these flows? If so, by which mechanism?
CN3 noted that SA2 studied a mechanism in informative Annex D of TS 23.125.
5. Which bearer events shall the CRF report to the AF?  Shall the CRF report a QoS change of bearer(s) and the establishment of bearer(s) related to an Rx session? Is the reporting mandatory or optional?

6. Do the interactions on the Rx and Gx interfaces need to support the transport the access network charging identifier (e.g. GCID) from TPF to the AF? If so, is a transport of the related flow identifiers also required?
2. Actions:

To SA2 group.

ACTION: 
CN3 kindly asks SA2 to answer the above questions.
3. Date of Next CN3 Meetings:

CN3_34
15th - 19th November 2004

Seoul, Korea.

CN3_35
14th - 18th February 2005

Sydney, Australia.

