Page 1



3GPP TSG-SA2 Meeting #42
Tdoc (
 S2-043107
Sophia Antipolis, France, 11th – 15th October, 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	23.125
	CR
	078
	(

rev
	1
	(

Current version:
	6.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:
(

	CCF/OCS address clarifications

	
	

	Source:
(

	Siemens

	
	

	Work item code:
(

	CH-FBC
	
	Date: (

	12/10/2004

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	The current description of CCF/OCS addresses that are pre-configured in the TPF are not clear regarding the user relationship. It is also not shown when the CCF/OCS addresses are provided to the TPF.

	
	

	Summary of change:
(

	It is clarified that the pre-configured CCF/OCS addresses are relevant for all users, i.e. there are no user specific CCF/OCS addresses pre-configured. The relevant text is also separated into an OCS and CCF part. The information flows for the bearer service establishment are extended by the CCF/OCS provision.

	
	

	Consequences if 
(

not approved:
	Unclear TPF requirements.

	
	

	Clauses affected:
(

	6.2.2, 6.2.3, 7.2.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

Start of 1st modified section

6.2.2
Service Data Flow Based Credit Control Function

The Service Data Flow Based Credit Control Function performs online credit control functions together with the Online Charging System. It provides a new function within the Online Charging System.

The Online Charging System is specified in 3GPP TS 32.200 [3]. The Service Data Flow Based Credit Control Function is considered as a new functional entity for release 6 within the Online Charging System.

The OCS can interact with the CRF, by using the Ry interface. This allows the OCS to provide input to the CRF for charging rules selection.
There may be several OCSs in a PLMN. To allow for this case, OCS addresses (i.e. the primary address and secondary address) may be passed once per IP network connection from the CRF to the TPF. This information shall also be locally pre-configured within the TPF for all users. The addresses provided by the CRF have higher priority than the pre-configured ones.
End of 1st modified section

Start of 2nd modified section

6.2.3
Charging Collection Function

The Charging Collection Function is specified in 3GPP TS 32.200 [3].
There may be several CCFs in a PLMN. To allow for this case, CCF addresses (i.e. the primary address and secondary address) may be passed once per IP network connection from the CRF to the TPF. This information shall also be locally pre-configured within the TPF for all users. The addresses provided by the CRF have higher priority than the pre-configured ones.
End of 2nd modified section

Start of 3rd modified section

7.2.1
Bearer Service Establishment
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Figure 7.1:
Bearer Service Establishment in case of offline charging

1
The TPF receives a request to establish a bearer service. For GPRS, this is the GGSN that receives a Create PDP context request for a primary or secondary PDP context.

2
The TPF requests the applicable charging rules, and provides relevant input information for the charging rule selection.

3
The CRF determines the charging rules to be provisioned, based on information available to the CRF (e.g. information may be available from the AF as described in 7.1 and the new information received from the TPF). Charging rules may need to be installed. In addition, the CRF also determines which event triggers shall be monitored by the TPF.

4
The CRF provides the charging rules together with associated event triggers (if available), CCF and OCS addresses to the TPF. This message is flagged as the response to the TPF request.

5
The TPF performs charging rule actions as indicated, i.e. installing charging rules. During establishment of the initial bearer service the TPF also installs any pre-defined charging rules.

6
The TPF continues with the bearer service establishment procedure.

The TPF shall wait for the charging rules installation before accepting the Bearer establishment as shown in figure 7.1.

In case of online charging, in order to allow for Bearer establishment control upon credit check, the TPF shall wait for the credit control information before accepting the Bearer establishment as shown in figure 7.2.
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Figure 7.2: Bearer Service Establishment in case of online charging

1.
The TPF receives a request to establish a bearer service. For GPRS, this is the GGSN that receives a Create PDP context request for a primary or secondary PDP context.

2.
The TPF requests the applicable charging rules, and provides relevant input information for the charging rule decision.

3.
The CRF determines the charging rules to be provisioned, based on information available to the CRF (e.g. information may be available from the AF as described in 7.1 and the new information received from the TPF). Charging rules may need to be installed. In addition, the CRF also determines which event triggers shall be monitored by the TPF.

4.
The CRF provides the charging rules together with associated event triggers (if available), CCF and OCS addresses to the TPF. This message is flagged as the response to the TPF request.

5.
The TPF performs charging rule actions as indicated, i.e. installing charging rules. During establishment of the initial bearer service the TPF also installs any pre-defined charging rules.

6.
The TPF requests credit for any established charging rule (either already established or newly installed) from the OCS, and provides relevant input information for the OCS decision. The TPF returns the remaining credit of any removed charging rule.

7.
The OCS provides the credit information to the TPF and may provide re-authorisation triggers for each of the credits.

8.
If credit is available at least for one charging rule, the TPF accepts the bearer service establishment. If no credit is available, the TPF rejects the bearer service establishment.

Note:
Further details of the credit control mechanism are expected to be specified by Stage 3.

End of 3rd modified section

�PAGE \# "'Page: '#'�'"  �Page: 1��� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �Page: 1��� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �Page: 1��� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �Page: 1��� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �Page: 2��� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �Page: 2��� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �Page: 2��� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �Page: 2��� This is an example of pop-up text.





CR page 1

_1148186974.doc


3. Identify charging rules to install







CRF







TPF







UE







6. Establish Bearer Serv Accept







4. Provision Charging Rules







2. Request charging rules







1. Establish Bearer Serv Req











5. Perform charging rule action(s)












_1144759217.doc


3. Identify charging rules to install







CRF







TPF







UE







8. Establish Bearer Serv Accept







4. Provision Charging Rules







2. Request charging rules







1. Establish Bearer Serv Req











5. Perform charging rule actions







6. Credit request







7. Credit response







OCS












