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3.3
Abbreviations

AAA
Authentication, Authorisation and Accounting

AKA
Authentication and Key Agreement

AP
Access Point

APN
Access Point Name

CCF

Charging Collection Function

CGw
Charging Gateway

DHCP
Dynamic Host Configuration Protocol

DNS
Domain Name System

EAP
Extensible Authentication Protocol

FQDN
Fully Qualified Domain Name

GGSN
Gateway GPRS Support Node

GTP
GPRS Tunnelling Protocol

HLR
Home Location Register

HPLMN
Home PLMN

HSS
Home Subscriber Server

IEEE
Institute of Electrical and Electronics Engineers

IP
Internet Protocol


ISP
Internet Service Provider

I-WLAN
Interworking WLAN

NAI
Network Access Identifier
NAT
Network Address Translation

OCS

Online Charging System

PDA

Personal Digital Assistant

PDG
Packet Data Gateway

PLMN
Public Land Mobile Network

SIM
Subscriber Identity Module

SSID
Service Set ID
UE
User Equipment

UMTS
Universal Mobile Telecommunications System

USIM
UMTS SIM

SSID
Service Set IDentifier

VPLMN
Visited PLMN

WAG
WLAN Access Gateway

W-APN
WLAN APN

WLAN
Wireless Local Area Network

WLAN AN
WLAN Access Network

WLAN UE
WLAN User Equipment
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