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1. Discussion
Since early last year, SA2 has investigated various possible methods to provide combining CS and IMS services. At first a method to utilize CS bearer for IMS session instead of VoIP was discussed (IMS/CSB). For this purpose, two configurations were proposed, i.e. end-to-end and end-to-gateway. Later, having parallel IMS and CS sessions with binding at the UE’s application level was proposed (CS/CSB). Finally, the common approach for both purposes/methods was discussed in section 6.4. 
Section 6 contains many possibilities for CSI and it is not easy to figure out how each alternative is related each other and which kind of problems each method tries to solve. For example, section 6.4.7 and section 6.4.8 seem to deal with the similar problem/configuration from their title, they addresses different problems/configurations.

The configurations addressed by alternatives in section 6 can be categorized by the following criteria.

· Participating end points: between CSB UEs or between a CSB UE and a pure IMS VoIP UE
· Controlling Entity: UE (Client) or network

Base on the above criteria, use cases of CSI and the alternatives in each section can be depicted as the following table.
	
	Network control
	Client control

	Between CSB UEs
	Section 6.3 (alternative C)

Section 6.4.7 (alternative D)
	Section 6.1.3.4 (alternative A e2e case)

Section 6.2 (alternative B)
Section 6.4.3 (alternative D)
Section 6.4.4 (alternative D)

	Between a CSB UE and a pure IMS VoIP UE
	Section 6.1.3.2 (alternative A e2g network control case)

Section 6.4.5 (alternative D)

Section 6.4.6 (alternative D)
	Section 6.1.3.3 (alternative A e2g client control case)

Section 6.4.8 (alternative D)




This clarification will be helpful to have deeper understanding of the TR (e.g. how each subsection for alternative D is related to the previous sections) and to catch the remaining works for each use case.

2. Conclusion

We propose the following text to be included in the TR 23.899.

<Text proposal>

Annex X:
CSI use cases
The following table depicts the use case considered by each of the proposals in Section 6. It also shows how each subsection for alternative D is related to the previous sections for alternative A,B and C.
	
	Network control
	Client control

	Between CSB UEs
	Section 6.3 (alternative C)

Section 6.4.7 (alternative D)
	Section 6.1.3.4 (alternative A e2e case)

Section 6.2 (alternative B)

Section 6.4.3 (alternative D)

Section 6.4.4 (alternative D)

	Between a CSB UE and a pure IMS VoIP UE
	Section 6.1.3.2 (alternative A e2g network control case)

Section 6.4.5 (alternative D)

Section 6.4.6 (alternative D)
	Section 6.1.3.3 (alternative A e2g client control case)

Section 6.4.8 (alternative D)




Table A-1: Use cases of alternatives for CSI
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