3GPP TSG SA WG2 Architecture — S2#46
S2-051047

9 - 13 May 2005

Athens, Greece

3GPP TSG-CT1 Meeting #38
Tdoc C1-050659
Cancun, Mexico, 25-29 April 2005
Title:
Reply LS on Application Charging ID (ACID) for PoC

Response to:
LS (S5-054289/C1-050437) on Reply LS on Application Charging ID (ACID) for PoC  from SA5

Release:
Rel-6

Work Item:


Source:
CT1

To:
SA5

Cc:
SA2

Contact Person:


Name:
Keith Drage

Tel. Number:
+44 1793 776249

E-mail Address:
drage@lucent.com

Attachments:
None

1. Overall Description:

CT1 thanks their SA5 for their liaison statement on Application Charging ID (ACID). 

CT1 understands that the proposal is made primarily for the support of PoC phase 1 in OMA, from your statement in the incoming liaison statement: 

"In SA5, the ACID is currently only being specified for the PoC service as detailed in the request from OMA PoC WG (attached for convenience).  From SA5 perspective, the attachment contains all the information needed to specify this “PoC-only” Application ID". 

It is however of the understanding of experts in CT1 that the current PoC phase 1 specifications do not need such a capability, although it may be needed for PoC phase 2. Therefore such support would appear to be currently unnecessary in 3GPP release 6.

CT1 would further note that any inclusion of a new P-Charging-Vector parameter needs documentation in 3GPP TS 24.229 and as such cannot be documented in a PoC specific manner, but must be treated in a generic manner by all IMS entities other than the Application Server providing the PoC functionality. Even at the application server, the header must be extracted in 3GPP 24.229 procedures, before usage by the application itself. CT1 currently has insufficient material from SA5 to perform this specification work in 3GPP TS 24.229.
2. Actions:

To SA5 group.

ACTION: 
CT1 asks SA5 group to . . . .

Investigate whether such a capability is still required in release 6, or whether it should be deferred until work starts on support of later PoC capabilities.

If the capability is required in release 6, then provide sufficient information to CT1 to allow specification of the necessary changes to 3GPP TS 24.229.
If the capability is required in release 6, then provide sufficient information to SA plenary to allow an exception to be identified to release 6 completion on behalf of CT1.
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