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1 Introduction

This paper addresses the question whether a SIP request that not establishes a session should be possible to associate with a CS call.

2 Discussion

It is not clear whether it should be possible to associate a SIP request that does not establish a session/dialog to a CS call. For example, the SIP MESSAGE method (defined in RFC3428) can be used outside of a dialog initiated by another SIP request.

3 Proposal

It is proposed to add the following to the TS 23.279.

*** FIRST CHANGE ***

4 5
Architectural Requirements

4.1 5.1
Architectural Requirements

The following general requirements are to be applied to the combinational services:

· The solution is applicable to GERAN and UTRAN.

· A CSI capable UE requires DTM capability (in case of GERAN access) and MultiRAB capability (in case of UTRAN access);

· IMS networks and IMS UEs without CSI support should not to be impacted;

· CS core, PS core, xRAN are not to be impacted. Conclusively, changes should be restricted to the IMS elements and the UEs that support CSI for IMS.

· Protocols connecting the IMS to the CS domain, to the PSTN and to other SIP networks, including other IMS networks should remain unchanged.

· CS only UEs and PS only UEs are not to be impacted;

· CSI capable UE provides capabilities to bind the corresponding CS and IMS sessions for the user. 
· The quality of the CS call (e.g. voice quality, setup delay, handover, etc…) shall not be impacted from a user perception point of view regardless of whether the CS call is combined with an IMS session or not.

· The use of CS services in association with an IMS session for a UE requires that the UE is CS attached and IMS registered.

· The solution shall be transparent for the end-user

· Existing security mechanisms for CS and IMS shall be re-used.

· For the user scenario of initiating simultaneous CS call and IMS session, an IMS session can be setup first followed by adding a CS call to the IMS session using the call-flow of Section 8.4, or a CS call can be setup first followed by adding the IMS session to the CS call using the call-flow of Section 8.3.

· It shall be possible to associate a SIP request with a CS call. The SIP request may or may not (e.g. the SIP MESSAGE method) establish a dialog on its own.












