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1. Discussion

This contribution proposes three basic PCC signalling flow scenarios to be amended to the TR 23.803:

· Bearer Service Establishment and Modification without AF Interaction: In this scenario, the PCRF provides the GW with subscriber related profile information on allowed services, QoS information, and charging rules information. The PCRF may interact with the Subscriber Profile Repository to acquire this information, but the AF is not involved in this case. 
· Bearer Service Establishment and Modification with AF Interaction: In this scenario, the PCRF provides the GW with information on the subscriber, the invoked service related QoS and the charging rules. The PCRF may interact with the Subscriber Profile Repository to acquire this information. The AF is involved and provides the application service related information to the PCRF.  
· Bearer Termination: This scenario depicts the basic case for the bearer service removal. The possible impact to other service bearers is not included. 

2. Proposed changes

It is proposed to amend the following clause to TR 23.867:

***************************** BEGINNING OF CHANGE ******

X. Signalling Flows

X.1 Bearer Service Establishment and Modification without AF Interaction

This sub-clause describes the signalling flow for bearer service establishment when the AF is not involved. In addition, this sequence is applicable for bearer service modification when the AF is not involved and if the triggering conditions given by the GW in the bearer service establishment phase are fulfilled. An example of the scenario is authorization of non-session based services in conjunction with a PDP context establishment. 
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Figure 1: Bearer Service Establishment without AF interaction

1. The GW receives a request for bearer establishment. For GPRS, this is the Create PDP Context Request or Update PDP Context Request depending on whether a new PDP context is created or an existing one modified, respectively.  

2. When the GW determines that the PCC authorization is required, it requests the subscriber’s authorization, allowed service(s) and charging rules information. 

3. If the PCRF does not have the subscriber’s profile, it sends a request to the SPR in order to receive the profile. 

4. The SPR replies with the subscription profile containing the subscriber’s authorization, allowed service(s) and charging rules information. 

5. The PCRF makes the authorization and policy decision and sends it the GW. The GW enforces the decision. 

6. The GW acknowledges the Bearer Authorization Request. For GPRS, this is Create PDP Context Response or Update PDP Context Response depending on whether a new PDP context is created or an existing one modified, respectively.  

X.2 Bearer Service Establishment and Modification with AF Interaction

This sub-clause describes the signalling flow for the bearer services establishment when the AF is involved. In addition, this sequence is applicable for bearer service modification when the AF is involved and if the triggering conditions given by the GW in the bearer service establishment phase are fulfilled. An example of the scenario is authorization of a session-based service for which a secondary PDP context is also establishment. 
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Figure 2: Bearer Service Establishment and Modification with AF Interaction

1. The AF provides service information to the PCRF at a set-up of a new AF session or at a modification of an existing AF session.

2. The PCRF stores the service information and replies with the Acknowledgement to the AF.

3. The GW receives a request for bearer establishment. For GPRS, this is the Create PDP Context Request or Update PDP Context Request depending on whether a new PDP context is created or an existing one modified, respectively. 

4. The GW determines that the PCC interaction is required and sends the Authorization and Charging Rules request to the PCRF.

5. The PCRF correlates the application and bearer sessions with the binding information (e.g. user’s IP address) provided from AF and TPF. If available, the PCRF also retrieves the saved application service information in order to make the authorization and policy decision. 

6. The PCRF may fetch the subscription information from the SPR, if the PCRF does not have it. 

7. If step 6 took place, then SPR replies with the subscriber’s profile, and the PCRF stores the profile. 

NOTE 1: 
For bearer service modification, the PCRF contacts AF at this point, it the AF requested it at initial authorisation, or if PCRF requires more information from the AF before authorising the network resources modification. The AF also replies with the requested information. This is described in sub-clause 6.3.6a in 23.207 [2]. 

8. The PCRF makes the authorization and policy decision and sends it to the GW. The GW enforces the decision. 

9. The GW acknowledges the Bearer authorization request. For GPRS, this is Create PDP Context Response or Update PDP Context Response depending on whether a new PDP context is created or an existing one modified, respectively.. 

NOTE 2: 
For bearer service modification, if PCRF contacted the AF after step 7) then the successful installation of the decision is reported to the AF. This is described in sub-clause 6.3.6a in 23.207 [2]. 

X.3 Bearer Service Termination

This sub-clause describes the signalling flow for the bearer service termination. An example of the scenario is UE originated PDP context termination.  

Figure 3: Bearer Service Termination

1. The GW receives a request to remove bearer service. For GPRS, this is the Delete PDP context request. 

2. The GW indicates that the bearer service (for GPRS, a PDP context) is being removed and provides relevant information to the PCRF.

3. PCC rules may need to be removed for the terminated bearer service. However, there is no need for the PCRF to remove charging rules explicitly. The PCRF also determines whether PCC rules need to be provisioned for any other bearer service of the same IP network connection, the details are FFS.

4. The PCRF provides the PCC rule information to the GW. This message is flagged as the response to the GW request.

5. The GW removes the PCC rules.

6. The GW continues with the bearer service removal procedure.

NOTE:
The bearer service removal procedure may proceed in parallel with the indication of bearer service termination.

Editor’s note: The case where the GW or the PCRF removes the bearer is FFS.

***************************** END OF CHANGE ******
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