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1.
Introduction

This contribution proposes new text in the section for the consolidated Anchored Call Control Model alternative of TR 23.806 for Voice Call Continuity between CS and IMS (including I-WLAN).

2. Discussion

This contribution proposes an example of the Routing Selection Decision in the VCC TR. 

***************************** BEGIN 1st CHANGE ******
6.x Routing Selection Decision

This section describes decision logic for the NeDS function. Different logic may be used depended on which domain triggers this function.
Examples of the decision logic are shown in the Annex xx..
***************************** END 1st CHANGE ******
***************************** BEGIN 2nd CHANGE ******
Informative Annex: Routing Selection Decision Logic

X.1 NeDS function is invoked from the CS Domain


[image: image1.wmf]Is UE

reachable via

IMS?

Is UE in

dedicated

mode

Yes

Route via CS

Domain

Yes

start

Allow SS (e.g.,

call waiting) to be

handled

Operator policy +

User preference

No

Decision is to CS

Route via IMS

Decision to IMS

No


Figure 1. NeDS logic (CS Domain triggered)

If UE is already engaged in CS call then additional call should be continuing directed to CS domain. This is important for supplementary services like CW, conferencing, CFB, HOLD.

When CS is idle, then user preference may be indicated during IMS Registration phase that voice call should be done via CS or IMS. However, operator ‘s rule is deciding which way to route the call.

X.2 NeDS function is invoked from the IMS Domain
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 Figure 2. NeDS logic (IMS Domain triggered)

If UE is not registered (or reachable) in the IMS domain then it should be possible to invoke other IMS service besides VCC if desired. 

If UE is already engaged in CS call then additional call should be continuing directed to CS domain. This is important for supplementary services like CW, conferencing, CFB, HOLD.

User preference may be indicated during IMS Registration phase that voice call should be done via CS or IMS. However, operator ‘s rule is deciding which way to route the call.

***************************** End 2nd CHANGE ******
3. Proposal

Include the proposed text in sections above to the TR 23.806.
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